CITY OF TORRANCE

CONSTRUCTION PLANS
FOR

PALOS VERDES BOULEVARD IMPROVEMENT PROJECT
AT VIA MONTE D'ORO AND CALLE MIRAMAR

GENERAL NOTES:

10.

11.

12.

13.

14.

15.

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION, 2012 EDITION AND SUPPLEMENTS THERETO, AS WRITTEN AND PROMULGATED BY PUBLIC

WORKS STANDARDS, INC., HEREINAFTER REFERRED TO AS THE STANDARD SPECIFICATIONS, THE SPECIAL
PROVISIONS FOR THE PROJECT, THE TORRANCE STANDARDS, AND TO THE SATISFACTION OF THE
ENGINEER.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE, VERIFY DEPTH AND PROTECT ALL
STRUCTURES, INCLUDING SUBSTRUCTURES, SHOWN ON THE PLAN. THE CONTRACTOR SHALL BEAR THE
ENTIRE COST OF REPAIRING OR REPLACING ANY OF SAID STRUCTURES DAMAGED BY HIM/HER DURING
PROSECUTION OF THE WORK. ALL REPAIRS AND REPLACEMENTS SHALL BE DONE IN THE PRESENCE OF
THE INSPECTOR. ALL LOCATIONS SHOWN ON THE PLAN FOR UTILITY LINES HAVE BEEN TAKEN FROM
AVAILABLE RECORDS AND THEIR COMPLETENESS AND CORRECTNESS ARE IN NO WAY GUARANTEED.

THE CONTRACTOR SHALL NOTIFY UNDERGROUND SERVICE ALERT AT 811 AND ALL PUBLIC UTILITY
COMPANIES AND OWNERS OF PRIVATE FACILITIES WITHIN THE AREA OF CONSTRUCTION AT LEAST 72
HOURS IN ADVANCE OF PERFORMING ANY WORK WITHIN SAID AREA.

THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS FROM THE CITY BEFORE COMMENCING WORK.
TRAFFIC CONTROL WITHIN PUBLIC STREET RIGHTS OF WAY SHALL BE IN CONFORMANCE WITH THE TRAFFIC
CONTROL PLANS PROVIDED WITH THIS CONTRACT, UNLESS OTHERWISE DIRECTED BY THE ENGINEER. THE
CONTRACTOR SHALL PROVIDE A 24—-HOUR TELEPHONE NUMBER FOR EMERGENCY REPAIRS TO TRAFFIC
CONTROL AND PAVEMENT MARKINGS.

CAUTION: REVIEW APPROVED CONSTRUCTION PLAN. IF CONSTRUCTION REQUIRES WORKERS AND/OR
EQUIPMENT TO BE WITHIN 6 FEET OR CRANES OR HOISTING DEVICES TO BE WITHIN 10 FEET OF
OVERHEAD ELECTRIC LINES, CALL SOUTHERN CALIFORNIA EDISON CO. AT 310-783-9339 FOR PROJECTS
IN RESIDENTIAL AREAS OR 310-783-9336 FOR PROJECTS IN COMMERCIAL AREAS.

PRIOR TO COMMENCEMENT OF WORK, ALL SURVEY MONUMENTS IN THE PROJECT AREA SHALL BE
LOCATED AND TIED OUT. ALL CENTERLINE MONUMENTS OR TIES LOST OR DESTROYED BY THIS WORK
SHALL BE REPLACED EITHER BY A LICENSED SURVEYOR OR A CIVIL ENGINEER REGISTERED PRIOR TO
JANUARY 1, 1982 AND NEW TIE SHEETS PROVIDED. METHOD OF ESTABLISHMENT SHALL BE STATED ON
THE TIE SHEET.

CURB RAMPS SHALL BE CONSTRUCTED TO CURRENT ADA REQUIREMENTS PER SPPWC PLANS, MODIFIED
AS NECESSARY TO MATCH EXISTING FIELD CONDITIONS, AND AS DIRECTED BY THE ENGINEER.

THE EDGE OF THE DETECTABLE WARNING SURFACE NEAREST THE STREET SHALL BE BETWEEN 8”7 AND 8~
FROM THE GUTTER FLOWLINE.

THE LIMITS AND QUANTITIES SHOWN FOR CURB, GUTTER, CROSS GUTTER, AND SIDEWALK REPLACEMENTS
ARE APPROXIMATE ONLY. THE CONTRACTOR AND ENGINEER SHALL DETERMINE EXACT LIMITS AND
QUANTITIES IN THE FIELD.

THE CONTRACTOR SHALL REPLACE ALL CURB PAINT AND CURB FACE ADDRESSES AFFECTED OR REMOVED
DURING CONSTRUCTION. TWO COATS OF PAINT SHALL BE USED FOR CURB PAINT MARKINGS.

THE CONTRACTOR SHALL REMOVE ALL INTERFERING TREE ROOTS, TRIM SHRUBS AND LANDSCAPING, AND
OTHERWISE REMOVE MATERIALS IN CONFLICT WITH CONSTRUCTION. LANDSCAPING AND IRRIGATION SHALL
BE RESTORED TO PRE-CONSTRUCTION CONDITION.

TRANSITIONS FROM RAMPS AND LANDINGS TO WALKS, GUTTERS, OR STREETS SHALL BE FLUSH AND FREE
OF ABRUPT CHANGES.

MAXIMUM SLOPES OF ADJOINING GUTTERS, THE ROAD SURFACE IMMEDIATELY ADJACENT TO THE CURB
RAMP OF ACCESSIBLE ROUTE SHALL NOT EXCEED 5 PERCENT WITHIN 4’ OF THE TOP AND BOTTOM OF
THE CURB RAMP.

UTILITY PULLBOXES, MANHOLES, VAULTS, AND ALL OTHER UTILITY FACILITIES WITHIN THE BOUNDARIES OF
THE CURB RAMP SHALL BE RELOCATED OR ADJUSTED TO GRADE BY THE OWNER PRIOR TO, OR IN
CONJUNCTION WITH, CURB RAMP CONSTRUCTION. THE CONTRACTOR SHALL ASSUME ALL COORDINATION
FOR ADJUSTMENT OF UTILITIES TO GRADE.

ALL CONCRETE WORK, INCLUDING BUT NOT LIMITED TO RAMPS, CURBS, CURB AND GUTTER, AND
SIDEWALK SHALL BE PLACED SEPARATELY. NO MONOLITHIC CONSTRUCTION IS ALLOWED.

THE CONTRACTOR SHALL MAKE AVAILABLE FOR THE INSPECTOR'S REVIEW, ON A DAILY BASIS, AS—BUILT
DRAWINGS FOR WORK PERFORMED UP TO AND INCLUDING THE PREVIOUS DAY'S ACTIVITIES. WORK SHALL
NOT BE CONSIDERED AS COMPLETE UNTIL AS—BUILT DRAWINGS ARE SUBMITTED TO AND ACCEPTED BY
THE PUBLIC WORKS DIRECTOR.

NO WORK SHALL BE DONE ON THIS SHE
UNTIL BELOW AGENCY IS NOTIFIED OF
INTENTION TO GRADE OR EXCAVATE.

UNDERGROUND SERVICE ALERT:

ATTENTION IS DIRECTED TO THE POSSIBLE EXISTENCE OF UNDERGROUND FACILITIES NOT
KNOWN OR IN A LOCATION DIFFERENT FROM THAT WHICH IS SHOWN ON THE PLANS OR IN
THE SPECIAL PROVISIONS. THE CONTRACTOR SHALL TAKE STEPS TO ASCERTAIN THE EXACT
LOCATION OF ALL UNDERGROUND FACILITIES PRIOR TO DOING WORK THAT MAY DAMAGE SUCH

Know what's below. FACILITIES OR INTERFERE WITH THEIR SERVICE.
Call bef di BEFORE EXCAVATION, THE CONTRACTOR SHALL VERIFY THE LOCATION OF UNDERGROUND
erore you aig. UTILITIES BY CONTACTING UNDERGROUND SERVICE ALERT AT 811.

TWO WORKING DAYS BEFORE YOU DIG

PROJECT [-121

ELEVATIONS
VERTICAL DATUM: LOS ANGELES COUNTY PUBLIC WORKS
ELEVATION: 213.659’
DESCRIPTION: PK&W IN THE WEST CURB, 1FT SOUTH OF THE END OF CURB RETURN AT THE SOUTHWEST PROJECT LOCATION
CORNER OF PALOS VERDES DRIVE AND PASEQ DE LA PLAYA
COORDINATES
HORIZONTAL DATUM: NAD—83 (NSRS 2007) EPOCH: 2007.00
PROJECTION: CCS—83  ZONE: 5
COMBINATION FACTOR: 1.00005487 CALCULATED AT SET MAG & WASHER “KDM CONTROL POINT”,
NORTHING 1753923.22, EASTING 6444174.99, ELEVATION 131.96
CONVERGENCE ANGLE: —0713'14” CALCULATED AT NORTHING 1753923.22, EASTING 6444174.99
NOTES
1.COORDINATES, AND DISTANCES INVERSED FROM COORDINATES, ARE GRID. TO OBTAIN GROUND DISTANCES
DIVIDE BY THE COMBINATION FACTOR.
2.THE GEODETIC VALUES PUBLISHED BY THE CALIFORNIA SPATIAL REFERENCE CENTER (CSRC) WERE USED
FOR CGPS STATIONS PVE3 AND TORP.
STATION PVE3  N: 1729207.091 E: 6438765.185 PUBLISHED CGPS STATION ACCURACY: 0.006’
STATION TORP  N: 1748959.858 E: 6461222.724 PUBLISHED CGPS STATION ACCURACY: 0.006’
BASED ON A SURVEY PERFORMED BY KDM MERIDIAN OF LAKE FOREST, CALIFORNIA, ON SEPTEMBER 25,
2012, REF. PROJECT NO. 12—-CBM-01.
UTILITY COMPANY CONTACT INFORMATION: NOT TO SCALE
SOUTHERN CALIFORNIA EDISON COMPANY (310) 783—1156
SOUTHERN CALIFORNIA GAS COMPANY (310) 687-2020
VERIZON (310) 793-4159
CALIFORNIA WATER SERVICE COMPANY (310) 541-2438 PROJECT LOCATION
COX COMMUNICATIONS (310) 551-5020 X30
COUNTY OF LOS ANGELES, DEPARTMENT OF PUBLIC WORKS
(STORM DRAIN) (626) 458—3109
COUNTY OF LOS ANGELES, DEPARTMENT OF PUBLIC WORKS
(SEWER) (626) 458-4357
SANITATION DISTRICT OF LOS ANGELES COUNTY (562) 699~7411 X1205
USA (800) 227-2600
CITY OF TORRANCE, DEPARTMENT OF PUBLIC WORKS
(STORM DRAIN & SEWER) (310) 781-6900
SPPWC (2015 EDITION)
120—2 CURB AND GUTTER BARRIER
311-3 FRAME AND GRATING FOR CATCH BASINS
606—4 METAL HAND RAILINGS
, , . NOT TO SCALE
e W — — WATER LINE SHEET INDEX:
— —— — S — — — SEWER LINE SHEET NO. COT PLAN NO. DESCRIPTIONS:
G — — GAS LINE 1 ST-1072 TITLE SHEET
2 ST-1072 CURB RAMP AT PALOS VERDES BLVD AND VIA MONTE D’ORO
— 7 TS STORM DRAN 3 ST-1072 MEDIAN WEST OF PALOS VERDES BLVD ON CALLE MIRAMAR
— — — T — — — TELEPHONE LINE
REV DATE BY CHECKED DESCRIPTION L(/,‘{/I(\' SCALE: SPECIFICATON NO.
PROJECT
. - ; AS NOTED
ENGINEER:  BRENDA MOUN, P.E. WM
C.lP. I-121 _ SUPPLEMENTAL
* PLAN NO.
OROJECT g ELIZABETH OVERSTREET, PE
PALOS VERDES BLVD IMPROVEMENT PROJECT MANAGER: L kB il ENGINEERING MANAGER PLAN NO.
e oS P E R.C.E. NO. 63944 (EXP. 9/30/2016) | ST-1072
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REMOVE EXISTING PC CURB AND REPLACE WITH SLOT PATCH REPAIR BY
BACKFILLING WITH 2” AC TYPE C2—-PG—-64—10 OVER 4” THICK SECTION OF 1

SACK SAND—CEMENT SLURRY OVER 8” CMB.

REMOVE EXISTING AC PAVEMENT AND BERM WITH SLOT PATCH REPAIR AS

12
DESCRIBED IN NOTE 1.

INSTALL MEXICAN BEACH BUFF 3"—5" OR EQUAL GROUTED IN PLACE, PER
| 0 U T T aarpecower
COMPACTED SUBGRADE

H

3
DETAIL SHOWN.
EMBEDIDIAMETER TYP. /1 L A

H
i

CONSTRUCT PCC CURB PER SPPWC 120-2, TYPE A1—6 OVER 8” CMB TO
NOTE: EMBED COBBLES INTO 2,000 PSI MIN. PCC
MIX. COBBLES SHALL BE PLACED TO A MINIMUM

4
MATCH EXISTING.
DEPTH OF 3 DIAMETER. PROVIDE
CONSTRUCTION JOINTS AT 10" MAX. SPACING.

STRIPING DETAIL 28 PER CALTRANS STANDARD PLANS, 2010 EDITION.
GROUTED COBBLESTONE DETAIL, TYP.
NO SCALE

CITY OF TORRANCE

PUBLIC WORKS DEPARTMENT
3 o 3

SHEET
SPECIFICATON NO.

 APPROVED BY:
L'///‘,//é SCALE:
AS NOTED

SUPPLEMENTAL
PLAN NO.

ELIZABETH OVERSTREET, PE
PLA C.
" ST-1072

ENGINEERING MANAGER
R.C.E. NO. 63944 (EXP. 9/30/2016)

DESIGNED BY: DRAWN BY:
LR/BM VP /JCR

MEDIAN WEST OF PALOS VERDES BLVD

ON CALLE MIRAMAR
PROJECT
ENGINEER:  BRENDA MOUN, P.E.

REVISIONS
DESCRIPTION
C.I.P. 11121
PROJECT § f«%ﬂ N

MANAGER: / ~
ELIZABETH OVERSTREET, P.E.

NO WORK SHALL B‘EVDONE ON THIS SITE ;
BY CHECKED

UNTIL BELOW AGENCY IS NOTIFIED OF §
REV DATE

INTENTION TO GRADE OR EXCAVATE,
PLAN

™ s
= : -

0 1
SCALE: 1"=2'

PALOS VERDES BLVD IMPROVEMENT PROJECT

Know what's below.
Call before you dig.

TWO WORKING DAYS BEFORE YOU DIG




4" SOLID 4” SOLID

LENGTH PER PLAN

WHITE WHITE
| !
WIDTH PER PLAN 12 INSIDE
TYPICAL PARKING STALL
NO SCALE
/
4” SOLID=" 4” SOLID
WHITE WHITE

4" SOLID ‘ ‘ 4" SOLID

LENGTH PER PLAN

BLUE BLUE
WHITE
Q @
- \-'BLUE ‘
BACKGROUND
WIDTH PER PLAN WIDTH WIDTH PER PLAN
PER PLAN

TYPICAL ADA PARKING DETAILS
NO SCALE

STRIPING NOTES:

LN

ALL PAVEMENT STRIPING, MARKINGS, AND LEGENDS SHALL BE TWO COATS OF PAINT.
PAVEMENT STRIPING, MARKINGS, AND LEGENDS SHALL BE PER LATEST CALTRANS STD PLAN AZ24A, C, D & E.
CONTRACTOR SHALL VERIFY ALL PLAN DIMENSIONS IN FIELD PRIOR TO INSTALLATION OF PAVEMENT

STRIPING /MARKING LAYOUT (“CAT—TRACK"). SHOULD FIELD MEASUREMENTS DIFFER FROM THE PLAN, THE
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER. NO “CAT—TRACK” MARKS SHALL BE PLACED UNTIL
DISCREPANCIES ARE RESOLVED.

“CAT—-TRACK” MARKS SHALL BE MADE IN CHALK AND/OR MARKING PAINT. “STRIPING” PAINT FOR THE
PURPOSE OF CAT-—TRACKING IS PROHIBITED.

PAVEMENT STRIPING/MARKING LAYOUT (“"CAT—TRACK”) IS SUBJECT TO THE APPROVAL OF THE ENGINEER.

CITY OF TORRANCE

PUBLIC WORKS DEPARTMENT

2016 RESIDENTIAL SLURRY SEAL PROGRAM, 1-159

GREENWOOD PARK
PARKING LOT
STRIPING PLAN

DESIGNED BY:
BM/JCR

PROJECT ENGINEER:
BRENDA MOUN, P.E.

ENGINEERING MANAGER:

ELIZABETH OVERSTREET

APPROVED BY:

ENGINEERING MANAGER

R.C.E. NO. 63944 (EXP. 9/30/2016)

FLIZABETH OVERSTREET, P.E.

SHEET 1 OF 1

SCALE: SPECIFICATON NO.
AS SHOWN

SUPPLEMENTAL

PLAN NO.

PLAN NO.

C2016-003
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NO SCALE

STRIPING NOTES:

ALL PAVEMENT STRIPING, MARKINGS, AND LEGENDS SHALL BE TWO COATS OF PAINT.

PAVEMENT STRIPING, MARKINGS, AND LEGENDS SHALL BE PER LATEST CALTRANS STD PLAN A24A, C, D & E.
CONTRACTOR SHALL VERIFY ALL PLAN DIMENSIONS IN FIELD PRIOR TO INSTALLATION OF PAVEMENT

STRIPING /MARKING LAYOUT (“CAT—TRACK”). SHOULD FIELD MEASUREMENTS DIFFER FROM THE PLAN, THE

CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ENGINEER. NO “CAT—TRACK” MARKS SHALL BE PLACED UNTIL
DISCREPANCIES ARE RESOLVED.

“CAT—TRACK” MARKS SHALL BE MADE IN CHALK AND/OR MARKING PAINT. “STRIPING” PAINT FOR THE
PURPOSE OF CAT—TRACKING IS PROHIBITED.

EXISTING PAINTED CURBS THAT CONFLICT WITH THIS PLAN SHALL BE COVERED WITH GRAY PAINT.
CONTRACTOR SHALL NOTIFY ENGINEER PRIOR TO PAINTING CURB.

PAVEMENT STRIPING/MARKING LAYOUT (“CAT—TRACK”) IS SUBJECT TO THE APPROVAL OF THE ENGINEER.

-

2016 RESIDENTIAL SLURRY SEAL PROGRAM, [-159

SEA AIRE GOLF COURSE
PARKING LOT
STRIPING PLAN

DESIGNED BY:
BM/JCR

DRAWN BY:
JCR

PROJECT ENGINEER:
BRENDA MOUN, P.E.

ENGINEERING MANAGER

«
.

ELIZABETH OVERSTREET

CITY OF TORRANCE
PUBLIC WORKS DEPARTMENT
APPROVED BY:
SHEET 1 OF 1
SCALE: SPECIFICATON NO.
AS SHOWN
SUPPLEMENTAL
PLAN NO.
ELIZABETH OVERSTREET, P.E. DATE
gﬁé?%@.’q %sgﬁAc(;g;P. 9/30/2016) PLAN
C2016-003
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