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PROJECT SITE

McMASTER PARK - BID ALTERNATIVE SCHEDULE

SYM. LOCATION DESCRIPTION

PROVIDE SEPARATE LINE ITEM COST FOR SHADE STRUCTURE TO

MATCH EARLY CHILDHOOD CENTER SHADE STRUCTURE. SEE

ARCHITECTS PLANS FOR DETAILS

EARLY CHILDHOOD

CENTER PATIO

PROVIDE ALTERNATE COST FOR PATIO PAVING: REINFORCED

INTEGRAL COLOR CONCRETE PAVING WITH SAWCUT SCORELINES

AND SURFACE RETARDANT FINISH.

PROVIDE SEPERATE LINE ITEM FOR UPGRADED SPORTS LIGHTING

PER MUSCO PLANS AND LIGHTING PLANS

1

2

3
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L-100

N.T.S.

KEY MAP

A

B

C

A

0' 10' 20'

Scale: 1"=10'-0"

5'

McMASTER PARK - PAVING SCHEDULE

SYM. DESCRIPTION

COLOR/FINISH
MANUF. AVAIL. NOTES

---

CONST. 3.5" ASPHALTIC CONCRETE OVER 5" AGGREGATE

BASE. PROTECT IN PLACE AND SLURRY SEAL/STRIPE A.C. IN

GOOD CONDITION OUTSIDE OF IMPROVED AREAS.

---

--- ---

---

SIDEWALK ACCESS

RAMP

SEE ABOVE --- ---

CONSTRUCT RAMP PER CIVIL PLANS - MODIFIED PER

LAYOUT HEREON.

ACCESSIBLE

PARKING: SIGNAGE

& STRIPING

--- --- ---

SEE DETAIL M, L201

DIAGONAL

CROSSWALK

MARKINGS

--- --- --- MATCH ACCESS AISLE MARKING AT PARKING STALLS

1

2

4

5A

3

6

7

8

9

5B

10

11

12

McMASTER PARK - AMENITY SCHEDULE

SYM. DESCRIPTION MODEL NO. COLOR MANUF. NOTES

Single BBQ

Dumor Black Dumor ---

Basketball Hoop

K90313 Post

K30175 Backstop

K30100 Rim (Bison

BA27A)

Per

Manufacturer

Tomark

Tomark

Bison

Tomark Sports (800) 959-1844

Bench

CR-96 (with ductile iron

end frames and steel

scroll seating.)

Green

Victor Stanley

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Non-removable

Bollard

QR-9B

Sand Color:

Sandstone

Texture: Std.

Gloss Sealer

Q.Crete

QuickCrete - Brian Gotz @ (714)

309-6564.

Removable Bollard

QR-9B-R

Sand Color:

Sandstone

Texture: Std.

Gloss Sealer

Q.Crete

QuickCrete - Brian Gotz @ (714)

309-6564.

Bicycle Rack

BRHS-101 In-ground

mounting

Green

Secure Site

(Victor Stanley)

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Drinking Fountain

--- --- ---

Relocate existing drinking fountain

to location specified on plans.

FlagPole/Flag

#ESR25C51-AD/

FLAG-US-03

Brushed

Aluminum

(Match Arch.)

American

Flagpole

American Flagpole

(800)368-7171, refer to structural

engineer's detail for footing

requirements. Distributed through

Specialty Building Components

(562)945-8951

Picnic Table Model 100s

Sequoia Sand

OC

OC - Outdoor Creations, Redding

CA. (530) 337-6774

Litter Receptacle

#ES-242 with white on

clear band recycling decal

and standard recycling lid

Green VS

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Recycling

Receptacle

#ES-242 Green VS

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Vine Grid

Brushed

Aluminum

(Match Arch.)

Green Screen

See Detail A, sheet L-204

Pet Waste Station --- --- ---

Secure to light pole per

manufacturer's specs. See detail

D, sheet L203

BB

BH

BE

BF

P

L

BR

FP

D

R

V

W

BO

McMASTER PARK - SIGNAGE SCHEDULE

SYM. LOCATION NOTES

Torrance Library

ID Signage

See Detail i on Sheet L-202

Senior Center ID

Signage

See Detail i on Sheet L-202

Rec. Center ID

Signage

See Detail i on Sheet L-202

Turning Circle Wall

Sign

See Detail c & e on Sheet L-202

Accessible Parking

Signage

See Detail X, Sheet X

S2

S3

S1

S4

S5

SYM.

Industry standard PVC coated chain link fence (42" Height). Posts at 8' O.C.

DESCRIPTION / MATERIAL

FENCE & WALL LEGEND

Concrete mow curb (See detail i, sheet L-201)

Industry standard PVC coated chain link fence  (6' Height). Posts at 8' O.C.

Industry standard PVC coated chain link gates. (3' Wide X 42" Height). Post mounted.

QUANTITY

915 L.F.

220 L.F.

325 L.F.

5

Fencing contractor to submit shop drawings for Landscape Architect and Client approval prior to fabrication.

McMASTER PARK - BID ALTERNATIVE SCHEDULE

SYM. LOCATION DESCRIPTION

PROVIDE SEPARATE LINE ITEM COST FOR SHADE STRUCTURE TO

MATCH EARLY CHILDHOOD CENTER SHADE STRUCTURE. SEE

ARCHITECTS PLANS FOR DETAILS

EARLY CHILDHOOD

CENTER PATIO

PROVIDE ALTERNATE COST FOR PATIO PAVING: REINFORCED

INTEGRAL COLOR CONCRETE PAVING WITH SAWCUT SCORELINES

AND SURFACE RETARDANT FINISH.

PROVIDE SEPERATE LINE ITEM FOR UPGRADED SPORTS LIGHTING

PER MUSCO PLANS AND LIGHTING PLANS

1

2

3

CIRCULATION SIGNAGE & STRIPING

PROVIDE SUBMITTALS FROM PAVEMENT MARKING CONTRACTOR

VERYIFYING ALL SIGNAGE AND STRIPING SHOWN HEREON.



LIMIT OF WORK

LIMIT OF WORK

F.O.B.
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L-101

N.T.S.

KEY MAP

A

B

C

A

0' 10' 20'

Scale: 1"=10'-0"

5'

Radius = 3'-0"

Radius = 2'-6"

Radius = 2'-0"

Radius = 4'-0"

Point of reference

Radius = 5'-0"

DIMENSION LEGEND

C

E

D

A

B

Contractor to verify with Landscape Architect all materials, colors,

and finishes prior to construction.

All construction shall conform to all local City and County codes.

All trees, boxed or otherwise, shall be planted prior to any

hardscape where conflicts between tree box size and planting

area occur.  All tree locations and all field adjustments shall be

made by the Landscape Architect.

All irrigation sleeves shall be installed prior to hardscape.  Refer

to irrigation plans.

All angles to be 90 degrees or 45 degrees unless otherwise noted.

All scorelines, sawcuts, and expansion joints to occur as shown

on plans.  All unlabeled construction joints to be score lines.

Contractor shall not make field changes unless authorized by

Landscape Architect.  Any unauthorized changes shall be

corrected to conform to the plans at no additional cost to the

owner or Landscape Architect.

Contractor to verify all utility locations.  Contractor shall inform

Superintendent and Landscape Architect if any field modifications

are necessary.

Paving sub-base and reinforcement to be verified with structural

and geotechnical soils engineer.

Refer to civil engineer's precise grading plan for drainage

locations and details.

CONSTRUCTION NOTES

General Contractor shall provide on-site 3' x 3' sample flatwork

panels for each concrete color / finish combination specified in

the paving notes.  Sample panels to be approved by Landscape

Architect and owner prior to the start of construction.

CONCRETE SAMPLE NOTE

Scoreline pattern shown for finished design.

Trowel release joints may be required initially in some locations as

necessary to reduce potential cracking. Trowel joints need to follow

scoreline pattern, as shown on the plan, and be finished with a

sawcut to match adjacent scoreline sawcuts.

Landscape Architect to review all forming before concrete is poured

and scoreline "Snap lines" before concrete is cut.  Allow 24 hours

lead time.

CONCRETE FORMING/SCORELINE NOTE

The design intention of all meandering walks, walls, etc. is to

maintain continuous smooth radii on all segments.  If any staking

dimension(s) creates a deviation to the constant radius, contact

the Landscape Architect immediately.

CONSTRUCTION STAKING NOTE

H.B.

MAX.

M.C.R.

MIN.

M.B.

NAT.

N.I.C.

N.T.S.

O.C.

P.A.

P.I.P.

P.L.

R.

Header Board

Maximum

Middle Curve Radius

Minimum

Mail Box

Natural

Not In Contract

Not To Scale

On Center

Planting Area

Poured In Place

Property Line

Radius

Resawn

Rough Sawn

Redwood

Slot Drain

Sheet

Score Line

Square

Surfaced Four Sides

Standard

Top of footing

Top of wall

Transformer

Typical

Wrought Iron

R.S.

R.O.S.

RWD.

S.D.

SHT.

S.L.

SQ.

S4S

STD.

T.F.

T.W.

TRANS.

TYP.

W.I.

CONSTRUCTION LEGEND

Asphaltic Concrete

Beginning Curve Radius

Back of Curb

Cold Joint

Center Line

Clearance

Concrete

Continuous

Diameter

Decomposed Granite

Each

End Curve Radius

Expansion Joint

Easement

Equal

Existing

Face of Building

Face of Curb

Finish Grade

Finish Surface

Footing

Galvanized

A/C

B.C.R.

B.O.C.

C.J.

C.L.

CLEAR.

CONC.

CONT.

DIA.

D.G.

EA.

E.C.R.

E.J.

ESMT.

EQ.

EXIST.

F.O.B.

F.O.C.

F.G.

F.S.

FTG.

GALV.

All accessible paths of travel are to not exceed 4.9% slope

with 2% max cross slope - see Civil Engineer's precise

grading plans for more information.

ACCESSIBLE PATH OF TRAVEL

Dashed arrow indicates

accessible path of travel
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McMASTER PARK - AMENITY SCHEDULE

SYM. DESCRIPTION MODEL NO. COLOR MANUF. NOTES

Single BBQ

Dumor Black Dumor ---

Basketball Hoop

K90313 Post

K30175 Backstop

K30100 Rim (Bison

BA27A)

Per

Manufacturer

Tomark

Tomark

Bison

Tomark Sports (800) 959-1844

Bench

CR-96 (with ductile iron

end frames and steel

scroll seating.)

Green

Victor Stanley

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Non-removable

Bollard

QR-9B

Sand Color:

Sandstone

Texture: Std.

Gloss Sealer

Q.Crete

QuickCrete - Brian Gotz @ (714)

309-6564.

Removable Bollard

QR-9B-R

Sand Color:

Sandstone

Texture: Std.

Gloss Sealer

Q.Crete

QuickCrete - Brian Gotz @ (714)

309-6564.

Bicycle Rack

BRHS-101 In-ground

mounting

Green

Secure Site

(Victor Stanley)

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Drinking Fountain

--- --- ---

Relocate existing drinking fountain

to location specified on plans.

FlagPole/Flag

#ESR25C51-AD/

FLAG-US-03

Brushed

Aluminum

(Match Arch.)

American

Flagpole

American Flagpole

(800)368-7171, refer to structural

engineer's detail for footing

requirements. Distributed through

Specialty Building Components

(562)945-8951

Picnic Table Model 100s

Sequoia Sand

OC

OC - Outdoor Creations, Redding

CA. (530) 337-6774

Litter Receptacle

#ES-242 with white on

clear band recycling decal

and standard recycling lid

Green VS

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Recycling

Receptacle

#ES-242 Green VS

Avalon Amenitie Inc. (951)

299-9394. Contact: David Skalka

Vine Grid

Brushed

Aluminum

(Match Arch.)

Green Screen

See Detail A, sheet L-204

Pet Waste Station --- --- ---

Secure to light pole per

manufacturer's specs. See detail

D, sheet L203

BB

BH

BE

BF

P

L

BR

FP

D

R

V

W

BO

McMASTER PARK - SIGNAGE SCHEDULE

SYM. LOCATION NOTES

Torrance Library

ID Signage

See Detail i on Sheet L-202

Senior Center ID

Signage

See Detail i on Sheet L-202

Rec. Center ID

Signage

See Detail i on Sheet L-202

Turning Circle Wall

Sign

See Detail c & e on Sheet L-202

Accessible Parking

Signage

See Detail X, Sheet X

S2

S3

S1

S4

S5

SYM.

Industry standard PVC coated chain link fence (42" Height). Posts at 8' O.C.

DESCRIPTION / MATERIAL

FENCE & WALL LEGEND

Concrete mow curb (See detail i, sheet L-201)

Industry standard PVC coated chain link fence  (6' Height). Posts at 8' O.C.

Industry standard PVC coated chain link gates. (3' Wide X 42" Height). Post mounted.

QUANTITY

915 L.F.

220 L.F.

325 L.F.

5

Fencing contractor to submit shop drawings for Landscape Architect and Client approval prior to fabrication.

McMASTER PARK - PAVING SCHEDULE

SYM. DESCRIPTION

COLOR/FINISH
MANUF. AVAIL. NOTES

---

CONST. 3.5" ASPHALTIC CONCRETE OVER 5" AGGREGATE

BASE. PROTECT IN PLACE AND SLURRY SEAL/STRIPE A.C. IN

GOOD CONDITION OUTSIDE OF IMPROVED AREAS.

---

--- ---

---

SIDEWALK ACCESS

RAMP

SEE ABOVE --- ---

CONSTRUCT RAMP PER CIVIL PLANS - MODIFIED PER

LAYOUT HEREON.

ACCESSIBLE

PARKING: SIGNAGE

& STRIPING

--- --- ---

SEE DETAIL M, L201

DIAGONAL

CROSSWALK

MARKINGS

--- --- --- MATCH ACCESS AISLE MARKING AT PARKING STALLS

1

2

4

5A

3

6

7

8

9

5B

10

11

12

CIRCULATION SIGNAGE & STRIPING

PROVIDE SUBMITTALS FROM PAVEMENT MARKING CONTRACTOR

VERYIFYING ALL SIGNAGE AND STRIPING SHOWN HEREON.
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L-103

N.T.S.

KEY MAP

A

B

C

B

0' 10' 20'

Scale: 1"=10'-0"

5'

Radius = 3'-0"

Radius = 2'-6"

Radius = 2'-0"

Radius = 4'-0"

Point of reference

Radius = 5'-0"

DIMENSION LEGEND

C

E

D

A

B

Contractor to verify with Landscape Architect all materials, colors,

and finishes prior to construction.

All construction shall conform to all local City and County codes.

All trees, boxed or otherwise, shall be planted prior to any

hardscape where conflicts between tree box size and planting

area occur.  All tree locations and all field adjustments shall be

made by the Landscape Architect.

All irrigation sleeves shall be installed prior to hardscape.  Refer

to irrigation plans.

All angles to be 90 degrees or 45 degrees unless otherwise noted.

All scorelines, sawcuts, and expansion joints to occur as shown

on plans.  All unlabeled construction joints to be score lines.

Contractor shall not make field changes unless authorized by

Landscape Architect.  Any unauthorized changes shall be

corrected to conform to the plans at no additional cost to the

owner or Landscape Architect.

Contractor to verify all utility locations.  Contractor shall inform

Superintendent and Landscape Architect if any field modifications

are necessary.

Paving sub-base and reinforcement to be verified with structural

and geotechnical soils engineer.

Refer to civil engineer's precise grading plan for drainage

locations and details.

CONSTRUCTION NOTES

General Contractor shall provide on-site 3' x 3' sample flatwork

panels for each concrete color / finish combination specified in

the paving notes.  Sample panels to be approved by Landscape

Architect and owner prior to the start of construction.

CONCRETE SAMPLE NOTE

Scoreline pattern shown for finished design.

Trowel release joints may be required initially in some locations as

necessary to reduce potential cracking. Trowel joints need to follow

scoreline pattern, as shown on the plan, and be finished with a

sawcut to match adjacent scoreline sawcuts.

Landscape Architect to review all forming before concrete is poured

and scoreline "Snap lines" before concrete is cut.  Allow 24 hours

lead time.

CONCRETE FORMING/SCORELINE NOTE

The design intention of all meandering walks, walls, etc. is to

maintain continuous smooth radii on all segments.  If any staking

dimension(s) creates a deviation to the constant radius, contact

the Landscape Architect immediately.

CONSTRUCTION STAKING NOTE

H.B.

MAX.

M.C.R.

MIN.

M.B.

NAT.

N.I.C.

N.T.S.

O.C.

P.A.

P.I.P.

P.L.

R.

Header Board

Maximum

Middle Curve Radius

Minimum

Mail Box

Natural

Not In Contract

Not To Scale

On Center

Planting Area

Poured In Place

Property Line

Radius

Resawn

Rough Sawn

Redwood

Slot Drain

Sheet

Score Line

Square

Surfaced Four Sides

Standard

Top of footing

Top of wall

Transformer

Typical

Wrought Iron

R.S.

R.O.S.

RWD.

S.D.

SHT.

S.L.

SQ.

S4S

STD.

T.F.

T.W.

TRANS.

TYP.

W.I.

CONSTRUCTION LEGEND

Asphaltic Concrete

Beginning Curve Radius

Back of Curb

Cold Joint

Center Line

Clearance

Concrete

Continuous

Diameter

Decomposed Granite

Each

End Curve Radius

Expansion Joint

Easement

Equal

Existing

Face of Building

Face of Curb

Finish Grade

Finish Surface

Footing

Galvanized

A/C

B.C.R.

B.O.C.

C.J.

C.L.

CLEAR.

CONC.

CONT.

DIA.

D.G.

EA.

E.C.R.

E.J.

ESMT.

EQ.

EXIST.

F.O.B.

F.O.C.

F.G.

F.S.

FTG.

GALV.

All accessible paths of travel are to not exceed 4.9% slope

with 2% max cross slope - see Civil Engineer's precise

grading plans for more information.

ACCESSIBLE PATH OF TRAVEL

Dashed arrow indicates

accessible path of travel
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L-105

N.T.S.

KEY MAP

A

B

C

0' 10' 20' 40'

Scale: 1"=20'-0"

C

Contractor to verify with Landscape Architect all materials, colors,

and finishes prior to construction.

All construction shall conform to all local City and County codes.

All trees, boxed or otherwise, shall be planted prior to any

hardscape where conflicts between tree box size and planting

area occur.  All tree locations and all field adjustments shall be

made by the Landscape Architect.

All irrigation sleeves shall be installed prior to hardscape.  Refer

to irrigation plans.

All angles to be 90 degrees or 45 degrees unless otherwise noted.

All scorelines, sawcuts, and expansion joints to occur as shown

on plans.  All unlabeled construction joints to be score lines.

Contractor shall not make field changes unless authorized by

Landscape Architect.  Any unauthorized changes shall be

corrected to conform to the plans at no additional cost to the

owner or Landscape Architect.

Contractor to verify all utility locations.  Contractor shall inform

Superintendent and Landscape Architect if any field modifications

are necessary.

Paving sub-base and reinforcement to be verified with structural

and geotechnical soils engineer.

Refer to civil engineer's precise grading plan for drainage

locations and details.

CONSTRUCTION NOTES

General Contractor shall provide on-site 3' x 3' sample flatwork

panels for each concrete color / finish combination specified in

the paving notes.  Sample panels to be approved by Landscape

Architect and owner prior to the start of construction.

CONCRETE SAMPLE NOTE

Scoreline pattern shown for finished design.

Trowel release joints may be required initially in some locations as

necessary to reduce potential cracking. Trowel joints need to follow

scoreline pattern, as shown on the plan, and be finished with a

sawcut to match adjacent scoreline sawcuts.

Landscape Architect to review all forming before concrete is poured

and scoreline "Snap lines" before concrete is cut.  Allow 24 hours

lead time.

CONCRETE FORMING/SCORELINE NOTE

The design intention of all meandering walks, walls, etc. is to

maintain continuous smooth radii on all segments.  If any staking

dimension(s) creates a deviation to the constant radius, contact

the Landscape Architect immediately.

CONSTRUCTION STAKING NOTE

H.B.

MAX.

M.C.R.

MIN.

M.B.

NAT.

N.I.C.

N.T.S.

O.C.

P.A.

P.I.P.

P.L.

R.

Header Board

Maximum

Middle Curve Radius

Minimum

Mail Box

Natural

Not In Contract

Not To Scale

On Center

Planting Area

Poured In Place

Property Line

Radius

Resawn

Rough Sawn

Redwood

Slot Drain

Sheet

Score Line

Square

Surfaced Four Sides

Standard

Top of footing

Top of wall

Transformer

Typical

Wrought Iron

R.S.

R.O.S.

RWD.

S.D.

SHT.

S.L.

SQ.

S4S

STD.

T.F.

T.W.

TRANS.

TYP.

W.I.

CONSTRUCTION LEGEND

Asphaltic Concrete

Beginning Curve Radius

Back of Curb

Cold Joint

Center Line

Clearance

Concrete

Continuous

Diameter

Decomposed Granite

Each

End Curve Radius

Expansion Joint

Easement

Equal

Existing

Face of Building

Face of Curb

Finish Grade

Finish Surface

Footing

Galvanized

A/C

B.C.R.

B.O.C.

C.J.

C.L.

CLEAR.

CONC.

CONT.

DIA.

D.G.

EA.

E.C.R.

E.J.

ESMT.

EQ.

EXIST.

F.O.B.

F.O.C.

F.G.

F.S.

FTG.

GALV.

SYM.

Industry standard PVC coated chain link fence (42" Height). Posts at 8' O.C.

DESCRIPTION / MATERIAL

FENCE & WALL LEGEND

Concrete mow curb (See detail i, sheet L-201)

Industry standard PVC coated chain link fence  (6' Height). Posts at 8' O.C.

Industry standard PVC coated chain link gates. (3' Wide X 42" Height). Post mounted.

QUANTITY

915 L.F.

220 L.F.

325 L.F.

5

Fencing contractor to submit shop drawings for Landscape Architect and Client approval prior to fabrication.



MAINTAIN 1/2

PLANTING SPACING

FROM IRRIGATION

HEAD

MAINTAIN 1/2 PLANT SPACING WIDTH FROM

HEAD LOCATION, MINIMUM, (I.E. FOR A 5'

O.C. SPACING - MAINTAIN 30" CLR.)

PROPERTY LINE WITH WALL TREATMENT

TOP OF SLOPE, TYPICAL

BACKGROUND PLANTING - SEE PLAN FOR

SPACING AND TYPE

MAINTAIN 1/2 PLANT SPACING WIDTH FROM

HEAD LOCATION, MINIMUM (I.E. FOR A 3'

O.C. SPACING - MAINTAIN 18" CLR.)

SPRINKLER HEAD LOCATION

FOREGROUND PLANTING - SEE PLAN

FOR SPACING AND TYPE

SPRINKLER HEAD LOCATION

SIDEWALK OR WALKWAY

ShrbSpcngIrr(96).dwg

12"
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d

SCALE: 3/4" = 1'-0"

SCALE: 1/8" = 1'-0"

g

i

j

kl

p

o n m

LINEAR ROOT BARRIER

SHRUB SPACING

BY IRRIGATOIN HEADS

PLANTING

DETAILS





L-200

b
c a

SCALE: 1/4" = 1'-0"SCALE: 1/4" = 1'-0"SCALE: 1/4" = 1'-0"

TREE PLANTING PLAN

SCALE: 1/16" = 1'-0"

SCALE: 3/4" = 1'-0"

f
e

TREE STAKING TREE GUYING

SHRUB PLANTING

SCALE: 1" = 1'-0"

AGAVE PLANTING

NOTE:

3

4

2

1

3

2

3

GROUND COVER AND SHRUB SPACING

PLANTING SPACING INTENT:

 BEGIN PLANTING AT SIDEWALK OR

FENCE / WALL LOCATION AND

LAYOUT MATERIAL TOWARD

TERRACE DRAINS

 FIRST ROW OF PLANTING TO BE

(S÷2) FROM EDGE OF SIDEWALK,

BACK OF CURB, OR MAINTENANCE

ACCESS AT TOP OF SLOPE (FOR

PLANT SPACING <4 FEET - FIRST

ROW TO BE 24" CLEAR)

 REMAINING AREA LESS THAN THE

SHRUB SPACING SHALL RECEIVE

MULCH ONLY

 ADJUST / SHIFT SPACING AT

SPRINKLER LOCATIONS

S

S

TRIANGULAR

SPACING

SQUARE

SPACING

REFER TO PLANTING NOTES FOR

ADDITIONAL SPECIFICATIONS

GROUND COVER TO BE PLANTED

IN FLATS, CUTTINGS, LINERS,

OR 1 GALLON CONTAINERS.

REFER TO THE VILLAGE PLANT

PALETTE FOR APPROVED PLANT

SPACING BY SPECIES.

SOIL PREP. - REFER TO PLANTING NOTES

SQ. FT. PLANTS WILL COVER

'S' REFERS TO SPACING

7 SQ. FT.

16

28

45

64

100

144

256

64 PLANTS

4"

6"

8"

10"

12"

15"

18"

24"

S

11 SQ. FT.

25

44

70

100

156

225

400

100 PLANTS

CURB

PLANTING TO BE MINIMUM (S÷2) FROM

MAINTENANCE ACCESS

ADJUST PLANT SPACING TO BE S÷2 FROM

SPRINKLER HEADS

MAINTENANCE ACCESS -

MULCH ONLY

FENCE / WALL

24" OFFSET

FROM WALL

CONCRETE V-DITCH

24" OFFSET

SIDEWALK

PLANTING TO BE MINIMUM (SPACING ÷2)

FROM SIDEWALK OR BACK OF CURB

PLANTING SMALLER THAN 4' SPACING

TO BE PLANTED MINIMUM 24" FROM

SIDEWALK OR BACK OF CURB

S REFERS TO SPACING

24" OFFSET

24" OFFSET

NON-PLANTING ZONE-MULCH ONLY

S÷2



NOTE: PROVIDE SCORE JOINTS @

MAX. 10'-0" SPACING AND

AT ALL ANGLE POINTS OF

CONCRETE HEADER

1/2" BULLNOSE EDGE

6" X 6" NATURAL-GREY

CONCRETE CURB

WITH SMOOTH TROWEL

FINISH

REINFORCE -

VERIFY WITH GEOTECH

SOILS ENGINEER'S

RECOMMENDATIONS

6"

4" THICK

STABILIZED

D.G. PAVING.

SEE NOTE.

PAVING, TO BE FLUSH

WITH TOP OF CURB.

REFER TO PAVING NOTES

FOR PAVING MATERIAL

NOTE: REFER TO PAVING NOTES

FOR D.G. SPECIFICATIONS

6"

NOTE: Provide concrete curbs with

scorelines at 8' o.c. and at all changes in

direction.

1/2" bullnose edge

6" x 6" Natural-grey

concrete curb

with smooth trowel finish.

#3 continuouse rebar.

6"

4" thick stabilized D.G.

paving.

NOTE: Paving, to be flush with

top of curb. refer to paving

notes for paving material

NOTE:

Presaturate and compact subgrade per

geotech. soils eng.'s recommendations.

Install stabilized D.G. per suppliers

direction to meet ADA requirements.

NOTE: Refer to paving notes for

D.G. specifications.

6" thick 95% compacted

sandy gravel road base.

D.G. to Concrete

Mow Curb

D.G. to Concrete

Paving

Tubular steel fence where

applicable. Refer to

construction plan for location.

Concrete paving.

Refer to

Construction

Layout Plan.

NOTE:

DECOMPOSED GRANITE COMPACTION

MUST BE MAINTAINED FOR A.D.A.

COMPLIANCE. VERTICAL GRADE

SEPARATION MUST NOT EXCEED 

1

4

".

NOTE:

4" THICK STABILIZED D.G. PAVING

OVER COMPACTED SUB-BASE. REFER

TO SUPPLIERS/MANUFACTURER'S

RECOMMENDATIONS FOR

INSTALLATION.
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

b
c a

d

SCALE: 1" = 1'-0"
SCALE: 1/2" = 1'-0" SCALE: 1 1/2" = 1'-0"

g

h f
e

i

j

kl

n m

PLAY SURFACE

TO CONCRETE EDGE TRUNCATED DOMES

STABILIZED D.G.

PAVING AND CURB

CONSTRUCTION

DETAILS





L-201

SCALE: 1 1/2" = 1'-0"SCALE: 1 1/2" = 1'-0"SCALE: 1 1/2" = 1'-0"SCALE: 1 1/2" = 1'-0"

CONTROL JOINTCONSTRUCTION JOINTISOLATION JOINT

1/2" RADIUS BULLNOSE TOOLED

EDGE (TYP.)

CONCRETE PAVING. THICKNESS

AND REINFORCING PER GEOTECH.

SOILS ENG.'S RECOMMENDATIONS.

REFER TO CONST. INFO. PLAN FOR

COLOR AND FINISH.

SUB-GRADE PREPARATION PER

GEOTECH. SOILS ENG.'S

RECOMMENDATIONS.

F.S.

ADJACENT A.C. PAVING -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

CONCRETE CURB -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

DOWELS, AS REQUIRED

PER GEOTECH. SOILS ENG.

RECOMMENDATIONS.

F.S.

CurbConctoFS(4).dwg

6"

3/8" EXPANSION JOINT FOAM -

USE ADHESIVE SPRAY TO APPLY

FOAM TO CONCRETE VERTICAL

SURFACE BEFORE SECOND POUR

CONCRETE CURB -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

ADJACENT A.C. PAVING -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

SATURATE & COMPACT SUBGRADE

PER GEOTECH. SOILS ENG.

RECOMMENDATIONS

F.G.

CurbConctoFG(4).dwg

1/2" BULLNOSE EDGE -

TYPICAL

F.S.

MULCH-PER GROUND COVER

SCHEDULE

SUB-BASE COMPACTION AND SATURATION

PER GEOTECHNICAL SOILS ENGINEER.

SLOPE 2% TO DRAINAGE.

ENGINEERED WOOD FIBER PLAY

SURFACE. 12" DEPTH.

EXPANSION JOINT (TYP.)

CONCRETE PAVING, REFER TO

CONST. INFO. PLAN

FOR COLOR & FINISH

CONCRETE BAND -

REFER TO CONST. INFO.

PLAN FOR CONCRETE

COLOR AND FINISH

12"

F.S.

PlaySurftoConcEdge(12).dwg

NOTE:

CONTRACTOR TO VERIFY ALL CONCRETE

THICKNESS, REBAR DOWELS, REINFORCING

STEEL SIZES AND PLACEMENT, AND SUB-GRADE

SATURATION AND COMPACTION

RECOMMENDATIONS WITH GEOTECHNICAL

SOILS ENGINEER'S PRIOR TO START OF

CONSTRUCTION.

TOT LOT SUBDRAIN PER CIVIL

ENGINEER'S PLANS.

GRAVEL BASE - 3" MIN. DEPTH.

GEOTEXTILE FILTER FABRIC,

TOP AND BOTTOM OF GRAVEL

INSTALL CONCRETE TRANSITION

RAMP AT 1:12 SLOPE PER LOCATIONS

SHOWN ON PLANS.

SCALE: 3" = 1'-0"
SCALE: 3"=1'-0"

CONCRETE CURB TO

FINISH GRADE

CONCRETE CURB TO

FINISH SURFACE

1/2" RADIUS BULLNOSE

TOOLED EDGE (TYP.)

SUB-GRADE PREPARATION PER

GEOTECH. SOILS ENG.'S

RECOMMENDATIONS.

F.S.

ADJACENT A.C. PAVING -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

CONCRETE CURB -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

DOWELS, AS REQUIRED PER

GEOTECH. SOILS ENG.

RECOMMENDATIONS.

F.S.

CurbConctoFS(4).dwg

6"

3/8" EXPANSION JOINT FOAM -

USE ADHESIVE SPRAY TO APPLY

FOAM TO CONCRETE VERTICAL

SURFACE BEFORE SECOND POUR

12"

12" WIDE CONCRETE STEP-OFF

REFER TO CONST. INFO. PLAN

FOR COLOR AND FINISH

SCALE: 3" = 1'-0"

CONCRETE CURB TO

CONCRETE STEP-OFF

TRUNCATED DOME

PLAN VIEW

NOTES:

ARMOR-TILE - Tactile Systems

         armor-tile.com

DOWELED

CONTROL JOINT

EDGE OF CONCRETE

SCALE: 3" = 1'-0"

CONCRETE TO PAVERS

SCALE: NTS

PavBrickInterlock(12).dwg

4" CLASS 2 ROAD BASE

PER MANUFACTURER'S

RECOMMENDATIONS

COMPACTED SUBGRADE

CONCRETE EDGE. SEE CONSTRUCTION INFO.

PLANS FOR WIDTH, COLOR AND FINISH.

INTERLOCKING PAVERS. SEE CONSTRUCTION INFO.

PLANS FOR MFG., COLOR, STYLE AND FINISH

1" DEEP WASH SAND PER

MANUFACTURER'S

RECOMMENDATIONS

POLY SAND FILLER IN

JOINTS WITH "SUREBOND

SB 1300" SEALER PER

MANUFACTURER'S

RECOMMENDATIONS

PRESATURATE AND COMPACT

SUBGRADE PER MANUFACTURER'S

RECOMMENDATIONS

8"

REBAR #4 CONTINUOUS

IN 6" THICK CONCRETE

BASE

F.S.

3" CLR.

8"

WIDE

4" PERFORATED DRAIN LINE

WRAPPED WITH FILTER FABRIC IN 1

CU. FT. GRAVER PER L.F. OF DRAIN

LINE. REFER TO CIVIL ENGINEER'S

PLANS.

ELASTOMERIC WATERPROOFING -

APPLY PER MANUFACTURER'S

REQUIREMENTS.

POURED-IN-PLACE CONCRETE LOW

WALL WITH BROOM FINISH AND

TOOLED CONTROL JOINTS AT 4' O.C.

1/2" RADIUS BULLNOSE ON ALL

EXPOSED EDGES.

#4 VERT. REBAR, AT 18" O.C.

CONTINUOUS #4 REBAR AT TOP,

MIDDLE, & BOTTOM, 20" LAP

SPLICE.

PRESATURATE AND COMPACT

SUBGRADE.

PARKING

NO

PARKING

NO

8'-0" MIN. TO THE RIGHT OF

EACH VAN ACCESSIBLE STALL

5'-0" MIN. BETWEEN REGULAR

ACCESSIBLE PARKING STALLS

9'-0" MIN
9'-0" MIN9'-0" MIN

TYPICAL INTERNATIONAL SYMBOL

OF ACCESSIBILITY MARKING.

WHITE SYMBOL, WHITE BORDER,

BLUE BACKGROUND

PLANTER PLANTERPLANTER

70 SQ. INCH TYPICAL

INTERNATIONAL SYMBOL OF

ACCESSIBILITY PARKING SIGN

WITH $250 FINE PLAQUE.

THE WORDS "NO PARKING" SHALL

BE PAINTED IN WHITE LETTERS NO

LESS THAN 1' HIGH AND LOCATED

SO THAT IT IS VISIBLE TO TRAFFIC

ENFORCEMENT OFFICIALS.

ONE IN EVERY SIX ACCESSIBLE

STALLS SHALL BE VAN ACCESSIBLE

AND SIGNED AS SUCH.

4" BLUE LINE

BORDERS &

DIAGONALS

4" BLUE LINE

BORDERS &

DIAGONALS

4" BLUE LINE

POST AT A CONSPICUOUS PLACE AT EACH

ENTRANCE TO OFF-STREET PARKING

FACILITIES. THE SIGN SHALL INCLUDE THE

ADDRESS WHERE THE TOWED VEHICLE AY

BE RECLAIMED AND THE TELEPHONE

NUMBER OF THE LOCAL TRAFFIC LAW

ENFORCEMENT AGENCY.

WHERE THIS PLAQUE IS

INSTALLED, THE BOTTOM OF

THE PLAQUE PANEL SHALL BE A

MINIMUM OF 7' ABOVE THE

SURROUNDING SURFACE.

ONE IN EVERY SIX ACCESSIBLE

STALLS SHALL BE VAN ACCESSIBLE

AND SIGNED AS SUCH.

WHERE THIS PLAQUE IS INSTALLED,

THE BOTTOM OF THE PLAQUE PANEL

SHALL BE A MINIMUM OF 7' ABOVE

THE SURROUNDING SURFACE.

PEDESTRIAN ROUTES ADJOINING

TRAFFIC WAYS REQUIRE A 36" DEEP

SECTION OF DETECTABLE WARNING

WITH MAX 2% CROSS SLOPE IN ANY

DIRECTION.

SCALE: 1/8" = 1'-0"

TYPICAL INTERNATIONAL SYMBOL OF

ACCESSIBILITY MARKING. WHITE SYMBOL,

WHITE BORDER, BLUE BACKGROUND

PLANTER

70 SQ. INCH TYPICAL

INTERNATIONAL SYMBOL OF

ACCESSIBILITY PARKING SIGN

WITH $250 FINE PLAQUE.

THE WORDS "NO PARKING" SHALL BE

PAINTED IN WHITE LETTERS NO LESS THAN 1'

HIGH AND LOCATED SO THAT IT IS VISIBLE

TO TRAFFIC ENFORCEMENT OFFICIALS.

PLANTER

PLANTER

REFER TO 2008

GEOTECHNICAL REPORT

PREPARED BY CONVERSE

CONSULTANTS

REFER TO 2008

GEOTECHNICAL REPORT

PREPARED BY CONVERSE

CONSULTANTS

REFER TO 2008

GEOTECHNICAL REPORT

PREPARED BY CONVERSE

CONSULTANTS

REFER TO 2008

GEOTECHNICAL REPORT

PREPARED BY CONVERSE

CONSULTANTS

1/2" RADIUS BULLNOSE

TOOLED EDGE (TYP.)

SUB-GRADE PREPARATION PER

GEOTECH. SOILS ENG.'S

RECOMMENDATIONS.

F.S.

ADJACENT A.C. PAVING -

PER CIVIL ENGINEERS

PRECISE GRADING PLANS.

F.S.

CurbConctoFS(4).dwg

12"

12" WIDE CONCRETE BAND REFER TO

CONST. INFO. PLAN FOR SCORELINES,

COLORN AND FINISH.

F.S.

(2) #3 BARS, CONTINUOUS

ACCESSIBLE PARKING LAYOUT

CONCRETE BAND TO

FINISH SURFACE



24"

1

1

2

"

CONCRETE FOOTING

STUCCO FINISH TO MATCH ARCH.

# 4 HORIZONTAL REBAR, TOP AND

BOTTOM

PRESATURATE AND COMPACT

SUBGRADE PER GEOTECH.

SOILS ENGINEER'S

RECOMMENDATIONS

24"X24" P.I.P. CONCRETE CAP

8X8X16 CMU BLOCK, SOLID GROUT

ALL CELLS

36"

6"

3"

#4 VERTICAL REBAR, ALL FOUR

SIDES.

# 4 HORIZONTAL REBAR,

CONTINUOUS

F.G.

EXPANSION JOINT

CONCRETE PAVING

F.S.

Rixson top pivot gate hinge for use with door

closer unit. Cut and weld to side of post.

Contractor to verify clear distance to pivot

point and adjust post placement to maintain

36" min. open gate clearance.

Bond beam concrete footing. Refer

to Structural Engineer's details for

structural reinforcement.

1-1/2" SQ. X 14 GA. T.S. TOP, BOTTOM

AND SIDE RAILS.

5/8" SQ. X 16 GA. T.S. PICKETS

EVENLY SPACED AT 4" MAX. O.C.

KEEDEX K-BXRHO WELDABLE LOCK BOX SUPPLIED

BY FENCE CONTRACTOR INSTALLED PER GATE

MANUFACTURER.

CORBIN 3357 NZD CTP HEAVY DUTY SATIN

CHROME DOOR HANDLE WITH KEYED LOCK SET

SUPPLIED & INSTALLED BY OTHERS.

HEAVY DUTY OFFSET HUNG IN GROUND DOOR

CLOSER, RIXSON MODEL HM28 X 554 ARM. MOUNT

AND HINGE PER MANUFACTURER'S SPECIFICATIONS

AND RECOMMENDATIONS.

42" Min.

clearance

EQ.

1/8" Min.

1/4" Max.

gap.

NOTES:

 GATES TO BE SELF-CLOSING, SELF- LATCHING,

OPENING OUTWARD AWAY FROM COURTYARD

AREAS, & OPENABLE FROM WITHIN THE FACILITY

WITHOUT THE USE OF A KEY.

 FENCE CONTRACTOR TO COORDINATE WITH

MASONRY, ELECTRICAL CONTRACTOR PRIOR TO

CONSTRUCTION.

 VON DUPRIN RIM PANIC CRASH BAR AND GATE

HANDLE HARDWARE TO BE SPECIFIED,

SUBMITTED, AND INSTALLED BY CONTRACTOR.

 ALL FENCING MEMBERS TO BE TUBULAR STEEL

STOCK W/ ALL CONNECTIONS WELDED &

GROUND SMOOTH.  ALL FENCING MEMBERS TO BE

PRIMED & PAINTED W/ TWO (2) COATS OF RUST

INHIBITING PAINT (RUSTOLEUM OR EQUAL)

FOLLOWING FINAL ASSEMBLY. COLOR TO BE

DARK BRONZE.

McNichols 1/8" bar w/ 1/2" square patterned

punched steel mesh. Weld to inside of fencing

from post to post and rail to rail.

3" SQ. X 3/16" WALL STRUCT. STEEL. POSTS

WITH JANSEN #PCB 3" SQ. CAST IRON POST

CAP.

2" WIDE X 9" ASTRAGAL.

3" SQ. X 3/16" WALL STRUCT. STEEL.

POSTS WITH JANSEN #PCB 3" SQ. CAST

IRON POST CAP.

1-1/2" SQ. X 14 GA. T.S. TOP & BOTTOM.

EQ.

KNOX BOX PER THE TORRANCE SECURITY CODE

LABEL KNOX BOX " SUBMASTERED TO THE LOS

ANGELES COUNTY FIRE DEPARTMENT FOR

POLICE USE."

SECURE TO ARCHITECTURE W/

MASONRY ATTACHMENT

F.S.

12"

Poured in place concrete wall.

1" chamfer at edges.

Elastomeric waterproofing - apply

per manufacturer's requirements.

4" Perforated drain line wrapped with

filter fabric in 1 cu. ft. gravel per l.f.

of drain line. Refer to Civil Engineer's

plans.

All structural sizing and

reinforcement per Structural

Engineer;s details and calculations.

Compacted subgrade per

Geotchnical Engineer's

recommendations.

Adjacent paving. Refer to

Construction Info plan for paving

color and finish specifications.

30"

F.G.

3"

5'-0"

Herma Tillim
Senior Center

Early Childhood
Education Program

North Torrance
Library

F.G.

3"

5'-0"

F.G.

3"

5'-0"

SIGN POST 3"X3"X8'

TUBULAR STEEL POST

3'X5' STEEL SIGN

1% SLOPE TO DRAIN

15"X30" CONCRETE

FOOTING.

SIGN POST 3"X3"X8'

TUBULAR STEEL POST

Recreation Center
&

S1 S2 S3

SIGN POST 3"X3"X8'

TUBULAR STEEL POST

3'X5' STEEL SIGN

1% SLOPE TO DRAIN

15"X30" CONCRETE

FOOTING.

SIGN POST 3"X3"X8'

TUBULAR STEEL POST

SIGN POST 3"X3"X8'

TUBULAR STEEL POST

3'X5' STEEL SIGN

1% SLOPE TO DRAIN

15"X30" CONCRETE

FOOTING.

SIGN POST 3"X3"X8'

TUBULAR STEEL POST

S4

RECESSED LETTERS

POURED IN PLACE CONCRETE WALL.

SEE DETAIL C THIS SHEET.

CONCRETE CURB

SEE DETAIL h SHEET L-201

SIGN LIGHTS

± 9' SIGN SURFACE (RADIUS)

McMaster Park
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L103 - CONSTRUCTION LAYOUT
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L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION
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b
ac

SCALE: 1/2" = 1'-0"SCALE: 1/2" = 1'-0"SCALE: 1" = 1'-0"

NOT USED

SCALE: 1/2" = 1'-0"

SCALE: 1" = 1'-0"
SCALE: 3/4" = 1'-0"

f

i

g

COURTYARD TS GATETURNING CIRCLE WALL

TURNING CIRCLE ELEVATION

ARTESIA BLVD. SIGNS CONCRETE RAMP

CONSTRUCTION

DETAILS





L-202
STUCCO PILASTER

h

SCALE: 3/8" = 1'-0"

Poured in place concrete

curb. 1" radius edges.

Elastomeric waterproofing -

Apply per manufacturer's

requirements.

4" Perforated drain line

wrapped with filter fabric

in 1 cu. ft. gravel per l.f.

of drain line. Refer to

Civil Engineer's plans.

Integral concrete footing.

Adjacent paving. Refer to

Construction Info plan for paving

color and finish specifications.

Ramp to be sloped less than 5%

Thickened

concrete edge.

Compacted subgrade per

Geotechnical Engineer's

recommendations.

Isolation joint.

Dowels, as required, per

Geotech Soils Eng.'s

recommendations

3" CLR.

Continuous #4 rebar at top,

middle, & bottom, 20" lap splice.

#4 vert. rebar, at 18" o.c.

3"

NOT USED

NOT USED NOT USED



LightBasePlanter.dwg

18"

18"

MIN.

POLE BASE FOOTING TO BE

NATURAL GRAY CONCRETE WITH

A MEDIUM WASH FINISH.

F.G.

F.S.

1/2" RADIUS ALL EDGES

PATH LIGHT POLE -

SEE ELECTRICAL ENGINEER'S

PLANS FOR SPECIFICATIONS

CONCRETE FOOTING - SIZE

AND REINFORCEMENT PER

STRUCT. ENG.'S DETAILS AND

CALC.'S. SEE DETAIL h ON

SHEET SL-15.

PRESATURATE AND COMPACT

SUBGRADE PER GEOTECH.

SOILS ENG.'S

RECOMMENDATIONS.

BACKBOARD

ULTRA FLEX GOAL W/ NYLON

NET AND HARDWARE.

PRESATURATE AND

COMPACT SUBGRADE

PER GEOTECH.

SOILS ENG.'S

RECOMMENDATIONS

CONCRETE FOOTING

REINFORCEMENT PER

STRUCTURAL ENG'S

DETAILS AND CALCS.

BASKETBALL POST

NOTE:

1. PROVIDE ALL COMPONENTS PER THE

MANUFACTURERS

RECOMMENDATIONS.  CONTRACTOR

IS TO VERIFY ALL MODEL #'S TO

MATCH WRITTEN DESCRIPTION AND

FOR DUPLICATION.  INSTALL PER

MANUFACTURERS

RECOMMENDATIONS.

2. SEE DETAIL (n) THIS SHEET  FOR

COURT LAYOUT.

3.    SEE CONSTRUCTION INFO.

      PLAN FOR MANUFACTURER AND

      MODEL NO.'S

BASKETBALL RIM.

EXPANSION JOINT

BasketballPoleandBackstop_32

F.S.

F.S.
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d

h f
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L-203

SCALE: 1/2"=1'-0"

SCALE: 1" = 1'-0"

DOG WATE STATION

BENCH TIE DOWN

ON CONCRETE

SCALE: 1" = 1'-0"

TRASH RECEPTACLE

PICNIC TABLE

TIE DOWN

SCALE: 1" = 1'-0"

CONTRACTOR TO CONTACT TABLE

MANUFACTURER FOR ANCHOR BOLT

DETAILS. INSTALL PER ANUFACTURER'S

RECOMMENDATIONS. 2" CLEAR MIN TO

CONCRETE ALL AROUND.

PRECAST CONCRETE PICNIC TABLE -

REFER TO CONSTRUCTION INFORMATION

PLAN FOR SUPPLIER, MODEL NO.,

COLOR AND FINISH

NOTE: TABLE TO BE PROVIDED BY GENERAL CONTRACTOR.

CONTRACTOR TO ASSEMBLE AND SECURE TABLE TO D.G.

CONTRACTOR SHALL VERIFY BOLT LOCATION DIMENSIONS

WITH ACTUAL TABLE ON-SITE PRIOR TO INSTALLATION.

DECOMPOSED GRANITE -

REFER TO CONSTRUCTION

INFORMATION PLAN FOR COLOR AND

FINISH. THICKNESS AND

REINFORCEMENT PER GEOTECHNICAL

ENG.'S RECOMMENDATIONS.

PRESATURATE AND COMPACT

SUBGRADE PER GEOTECH.

SOILS ENG. RECOMMENDATIONS

PicConcTieDownDG(12).dwg

F.S.

EMBEDMENT FOOTINGS. SIZE AND

REINFORCE PER MANUFACTURER'S

RECOMMENDATIONS.

PARKING LOT LIGHT

BASE DETAIL
REMOVABLE BOLLARD

LIGHT POLE AT F.G.
BASKETBALL HOOP

SCALE: 1/2" = 1'-0" SCALE: 1/2" = 1'-0" SCALE: 3/8" = 1'-0"

SCALE: 1" = 1'-0"

"DOGIE POT" JR. METAL BAG

DISPENSER. ATTACH TO POST WITH

2 STAINLESS STEEL STRAPS.

AVAILABLE FROM: DOGIE POT

(800) 364-7681

POST PER LIGHTING

CONTRACTOR'S DETAILS

SEE CONSTRUCTION PLAN FOR

LOCATION OF DOG WASTE STATION

LightBaseParkingLot.dwg

18"

18"

MIN.

F.S.

POLE BASE FOOTING TO BE

NATURAL GRAY CONCRETE

WITH A MEDIUM WASH FINISH.

F.G.

PARKING LIGHT POLE -

SEE ELECTRICAL ENGINEER'S

PLANS FOR SPECIFICATIONS.

1/2" RADIUS ALL EDGES

CONCRETE FOOTING - SIZE AND

REINFORCEMENT PER STRUCT.

ENG.'S DETAILS AND CALC.'S.

SEE DETAIL h ON SHEET SL-15.

PRESATURATE AND COMPACT

SUBGRADE PER GEOTECH. SOILS

ENG.'S RECOMMENDATIONS.

l

j

k iFIXED BOLLARD

SCALE: 1" = 1'-0"

h f

g

e

BARBECUE

ON D.G. NOT USED

F.G.

18" MIN.

CONCRETE FOOTING - SIZE AND

REINFORCEMENT PER MANUFACTURER'S

RECOMMENDATIONS

PRESATURATE AND COMPACT

SUBGRADE PER GEOTECH. SOILS

ENG.'S RECOMMENDATIONS.

BBQIndivPed(12).dwg

ROUND STEEL POST TO RECEIVE ONE

COAT OF PRIMER, AND TWO COATS OF

NON-TOXIC, RUST RESISTANT PAINT.

METAL PEDESTAL BARBEQUE -

REFER TO CONSTRUCTION INFO.

PLANS FOR MODEL,

MANUFACTURER, AND COLOR INFO.

NOTE: BARBEQUE TO BE ORDERED BY

CONTRACTOR. CONTRACTOR TO ASSEMBLE

AND SECURE BARBEQUE TO CONCRETE PER

MANUFACTURER'S RECOMMENDATIONS.

CONTRACTOR SHALL VERIFY BOLT

LOCATIONS DIMENSIONS WITH ACTUAL

BARBEQUE ON-SITE PRIOR TO

INSTALLATION.

DECOMPOSED GRANITE. SEE DETAIL.

SCALE: 1" = 1'-0"

NOT USED

NOT USEDNOT USEDNOT USEDNOT USED
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

a

SCALE: 1/2" = 1'-0"

TRELLIS AND VINE GRID

CONSTRUCTION

DETAILS





L-204

3" THICK Greenscreen  PANEL

BACKFILL MIX WITH SPECIFIED

AMMENDMENTS AND FERTILIZER TABLETS

REMOVE CONTAINER

AND LOOSEN ROOTS

UNDISTURBED SOIL

REMOVE STAKE OR ANY TEMPORARY

TRELLIS DEVICE.

2" TO 3" MULCH LAYER

ATTACHED TO WALL BEYOND

FINISHED GRADE

WEAVE VINE BRANCHES INTO SCREEN,

STARTING AT BOTTOM. TIE LARGER

BRANCHES LOOSELY TO SCREEN, IF

NECESSARY W/ BIO-DEGRADEABLE TIES.

3" THICK Greenscreen  PANEL ATTACHTED

MOUNTING CLIP

PANEL SEAM

ATTACHED TO WALL BEYOND

3" THICK Greenscreen

PANEL, TYP.

#5132R MOUNTING CLIP - WALL MOUNTED

#5136 SPACER - 1/2"

x 1 1/2" DIA. - BLACK

UHMW PLASTIC, TYP.

#5132R MOUNTING

CLIP, TYP.

EXST'G. CONCRETE

OR MASONRY WALL

SECTION

EXPANSION ANCHOR

PER CONTRACTOR.

550 LBS. PULL OUT

6'-0"

10'-6" 10'-6"

C

L

C

L

C

L

2X2 T.S. FRAME

3"SQ WELDED WIRE

GRID

ELEVATION

 SECTION

ELEVATION

c b

12"

36"36"

2"

TYP.

BASKETBALL POST, BACKSTOP AND RIM -

SEE DETAIL THIS SHEET

POST TENSION SLAB PER CIVIL

ENGINEERS DETAILS

36"

A

A

A

A

B

B

B

B

C

C

C

C

C

C

C

4'-0"

36"

C

C

C

C

B

B

C

A

A

15'-0"

84'-0"

FINISH AND MATERIALS LEGEND

2” WIDE PAINTED WHITE LINE

A

B

C

PLEXIPAVE ACRYLIC COLOR SYSTEM 'DARK

GREEN' WITH #60 AND #90 SILICA SAND

PLEXIPAVE ACRYLIC COLOR SYSTEM 'LIGHT

GREEN' WITH #60 AND #90 SILICA SAND

251'-0"

60'-0"

20'-0"

5'-0"

11'-0"

TEXT SIZE AND FONT FOR ALL CALLOUTS

(1/8" IN PAPER SPACE)

158'-0"

XX
XX

C

L

DET

SH-#

DETAILCALLOUT

DETAILCALLOUT

DET

SH-#

DETAILCALLOUT

DETAILCALLOUT

A

B

C

D

E

DET

SH-#

P.A.

E.J.

C.J.

TEXT SIZE AND FONT

FOR ALL CALLOUTS (1/8"

IN PAPER SPACE)

TEXT SIZE AND FONT

FOR ALL CALLOUTS (1/8"

IN PAPER SPACE)

S.D.

SCALE: 1" = 30'-0"

SCALE: 1/8" = 1'-0"

EQ EQ

6"

SQ.

BASEBALL BASE -

SEE CONSTRUCTION

INFO. PLAN FOR

MANUFACTURER &

MODEL NO.

MALE BASE ANCHOR

FEMALE BASE RECEPTACLE

FINISH SURFACE / FINISH

GRADE @ 1ST, 2ND AND

3RD BASE

BASEBALL BASE FOOTING

PER MANUFACTURER

RECOMMENDATIONS

PRESATURATE AND

COMPACT SUBGRADE PER

GEOTECH. SOILS ENG.'S

RECOMMENDATIONS

FINISH SURFACE / FINISH

GRADE @ HOME PLATE

(FLUSH)

SCALE: 1-1/2" = 1'-0"

NOTE:

1. TOP OF PITCHERS RUBBER

TO BE 10" ABOVE THE TOP

SURFACE OF HOMEPLATE.

2. SEE CONSTRUCTION INFO.

PLAN FOR PITCHER'S RUBBER

MANUFACTURER & MODEL NO.

3. GRADE MOUND FROM LEVEL

AREA DOWN TO THE PERIMETER

UNIFORMLY.

SEE CONSTRUCTION

PLAN FOR ORIENTATION

PITCHERS MOUND MIX.

SEE CONSTRUCTION INFO. PLAN.

EDGE OF TURF, TYP.

PROVIDE SHOVEL CUT

F.S.

PITCHERS RUBBER

PITCHERS RUBBER

N.T.S.

LEVEL AREA

SOFTBALL FIELD PITCHER'S MOUND

BASE ANCHOR

BASKETBALL COURT LAYOUT



DW

DW
DW

DW

FSFSFSFSFSFS

FS
FS

FS
FS

FS
FS

FS
FS

FS
FS

FS
FS

FS
FS

FS
FS

FS
FS

FS
FS

FS

FS

DF

A12 B11

B2

B1

A3

A2

A1

B8

A9

A10

A7

A4

A5

B18

B4

B20

B15

B11

B16

B17

B21

A6

5

2

2

2

2

2

2

EXISTING 4" RECYCLED
WATER METER.  STATIC
PRESSURE 100 PSI

1

CONTROLLER A 10

8

11

4

6

A1
36

A3
48

A2
32

A5
80

A4
80

A6
80

A7
80

A8
80

A16
EX

A17
4

A18
48

A19
48

A22
64

A33
24

A32
80

A31
32

A39
15

A40
13

A41
7

A42
28

A43
8

A44
2

WATER METER # 1:
(1) 4" RECYCLED WATER METER
(1) 3" BASKET STRAINER
(1) 2" MASTER VALVE
(1) 2" FLOW SENSOR
CONTROLLER 'A'

A11
EX

A15
EX

A14
EX

A21
32

A34
EX

A30
EX

A25
EX

A26
EX

A27
EX

A28
EX

A29
EX

A24
EX

2

A23
10

7

A20
EX

9

B19

1212

13

EXISTING
CONTROLLER A

AND B

ROUTE MAINLINE OUTSIDE OF
FIELD LAYOUT

ROUTE MAINLINE OUTSIDE OF
FIELD LAYOUT

LOCATE QUICK COUPLER AT
AND OF FENCE FOR BRICK
DUST WASH DOWN

LOCATE QUICK COUPLER AT
END OF FENCE FOR BRICK

DUST WASH DOWN

16

16

16 16

16

2

13

STUB TWO EXTRA WIRES

STUB TWO EXTRA WIRES

STUB TWO EXTRA WIRES

PROTECT IN PLACE

A45
8

COURTYARD IRRIGATION TO BE
SEPARATED FROM EXTERIOR
LANDSCAPE AREAS.COURTYARD IRRIGATION TO BE

SEPARATED FROM EXTERIOR
LANDSCAPE AREAS.

16

16

CONNECTION  POINT
OF NEW SYSTEM TO

EXISTING

CONNECTION  POINT
OF NEW SYSTEM TO

EXISTING

IRRIGATION

PLAN





L300

N

0 402010
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WATER CONCERN, LTD.
Landscape Irrigation Consulting



LATERAL PIPE SIZING LEGEND
NO 1/2" PIPE PERMITTED

3/4" MINIMUM

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

SLEEVE SIZING LEGEND

(1) 6" + (4) 4"

GALVANIZED SLEEVE - TO BE MINIMUM 2X
DIAMETER OF PIPE OVER TERRACE DRAIN

REFER TO IRRIGATION LEGEND FOR SLEEVE MATERIAL.  REFER TO
DETAIL FOR BURIAL REQUIREMENTS

G

F
E
D
C
B
A

N
M
L
K
J
I
H(2) 2"

(3) 2"
(4) 2"
(2) 3"
(3) 3"
(4) 3"

(2) 4"
(3) 4"
(4) 4"
(5) 4"
(1) 6" + (2) 4"
(1) 6" + (3) 4"

SLEEVING NOTES
 IRRIGATION PIPE AND LOW VOLTAGE CONTROL VALVE WIRE

SHALL BE SLEEVED UNDER PAVING.
 SLEEVES TO BE MINIMUM TWICE  THE DIAMETER OF THE PIPE

SLEEVED.
 PRESSURE MAINLINE SLEEVES SHALL BE ACCOMPANIED WITH A

MINIMUM 2" WIRE SLEEVE.
 SLEEVES TO EXTEND MINIMUM 12" BEYOND PAVING.
 PROTECT ALL SLEEVE ENDS TO PROHIBIT SOIL FROM ENTERING

THE SLEEVE.
 IRRIGATION CONTRACTOR TO COORDINATE SLEEVING WITH THE

HARDSCAPE CONTRACTOR PRIOR TO INSTALLATION OF ANY
HARDSCAPE.

 REFER TO LEGEND FOR SLEEVE SPECIFICATION AND PLAN FOR
SLEEVE SIZE MATRIX

EQUIPMENT LOCATION NOTES
ALL PIPING, ABOVE GROUND EQUIPMENT, AND ANY VALVE BOXES
SHALL BE LOCATED IN PLANTING AREAS.  NO IRRIGATION EQUIPMENT
SHALL BE LOCATED IN HARDSCAPE OR IN TURF AREAS WITHOUT
PERMISSION FROM THE IRRIGATION CONSULTANT.  GROUP ALL
VALVE BOXES AND LOCATE IN SHRUB AREAS ONLY.  CONTRACTOR
WILL BE RESPONSIBLE TO RE-LOCATE VALVE BOXES INSTALLED IN
TURF AREAS AT NO COST TO THE OWNER.UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA

BEFORE YOU DIG
AT LEAST TWO DAYS

DIAL

CONTROLLER NOTE
CONTRACTOR SHALL PURCHASE AND INSTALL RAIN MASTER EAGLE
PLUS  i-CENTRAL CONTROLLER IN A STAINLESS STEEL TOP MOUNT
STRONGBOX ENCLOSURE WITH ATTACHED RAIN SENSOR, CST FLOW
SENSOR, STICK ANTENNA, MASTER VALVE COACH SWITCH, AND 2
YEAR SERVICE WARRANTY

CONTROLLER 'A' TOP MOUNT ASSEMBLY
JOHN DEERE GREENTECH SA6-RM2-48 / 2YR / RSE / GTFS-200P / MVCS

THE IRRIGATION CONTRACTOR SHALL MAKE FINAL ELECTRICAL
CONNECTION TO CONTROLLER PER LOCAL ELECTRICAL CODE.

CONTACT RYAN GRIFFIN FOR ORDER INFORMATION (949) 455-7465

SETLLEMENT NOTES
CONTRACTOR SHALL INSTALL ALL VALVE BOXES FLUSH WITH THE
COMPACTED FINISHED GRADE (NOT TURF HEIGHT).  DURING THE
WARRANTY PERIOD, THE CONTRACTOR SHALL BE RESPONSIBLE TO
MAKE ANY CORRECTIONS FOR SETTLEMENT FOR THE FOLLOWING:

1.  VALVE BOX HEIGHTS
2.  TRENCHES
3.  TURF AREAS AFFECTED BY TILLING AND COMPACTION

IRRIGATION DEMOLITION NOTE
1. CONTRACTOR SHALL REMOVE ALL IRRIGATION HEADS, CONTROL

VALVES, VALVE BOXES AND ABOVE GROUND COMPONENTS WITHIN
THE LIMIT OF WORK.  WATER METER AND ABOVE GRADE POINT OF
CONNECTION EQUIPMENT SHALL REMAIN AND BE PROTECTED IN
PLACE.

2.  ANY DEPRESSION CREATED BY THE REMOVAL OF AN EXISTING
IRRIGATION COMPONENT SHALL BE FILLED AND COMPACTED WITH
AN APPROVED SOIL TO MATCH EXISTING GRADE.  DEPRESSIONS
WILL BE REPAIRED BY THE CONTRACTOR WITHIN THE WARRANTY
PERIOD.

3. CONTRACTOR SHALL PROVIDE TEMPORARY WATER TO EXISTING
LANDSCAPE OUTSIDE OF THE LIMIT OF WORK FROM START OF
CONSTRUCTION UNTIL FINAL TURNOVER.

IRRIGATION CONSTRUCTION NOTES
1 TIE INTO EXISTING MAINLINE, INSTALL BASKET STRAINER,

MASTER VALVE AND FLOW SENSOR.  LOCATE EQUIPMENT AND
MAINLINE OUTSIDE OF SOCCER LAYOUT AS SHOWN.

EXISTING CONTROL VALVE TO BE REMOVED.  DEPRESSION TO
BE RESTORED TO MATCH ADJACENT GRADE.

STUB 2" MAINLINE, 4 CONTROL WIRES, 1 COMMON WIRE IN
BLACK RECTANGULAR VALVE BOX FOR FUTURE.

CONNECT NEW VALVE A9 TO EXISTING LATERAL TO RECONNECT
TURF SYSTEM.  STUB 1 CONTROL VALVE WIRE FOR FUTURE.

CONNECT NEW VALVE A12 TO EXISTING LATERAL TO
RECONNECT TURF SYSTEM.

TIE INTO EXISTING MAINLINE, SPLICE EXISTING  2 CONTROL AND
1 COMMON WIRE IN BLACK RECTANGULAR VALVE BOX.  STUB 2
CONTROL VALVE WIRES FOR FUTURE.

CONNECT NEW VALVE A16 TO EXISTING LATERAL TO
RECONNECT TURF ROTOR SYSTEM SOUTH OF SIDEWALK.  CAP
LATERAL ON NORTH SIDE OF SIDEWALK.

TIE INTO EXISTING MAINLINE, SPLICE 9 CONTROL AND 1
COMMON WIRE IN BLACK RECTANGULAR VALVE BOX.  STUB 4
CONTROL VALVE WIRES FOR FUTURE.

REMOVE EXISTING ROTOR FROM SPRAY SYSTEM, CAP LATERAL.

TIE INTO EXISTING MAINLINE, SPLICE EXISTING 1 CONTROL AND 1
COMMON WIRE IN BLACK RECTANGULAR VALVE BOX.

STUB 2" MAINLINE, 2 CONTROL WIRES, 1 COMMON WIRE IN
BLACK RECTANGULAR VALVE BOX FOR FUTURE.

LOCATE EXISTING VALVE IN MEDIAN SERVING TURF PARKWAY.
INSTALL NEW TURF SPRAY HEADS TO EXISTING SYSTEM TO
PROVIDE HEAD TO HEAD COVERAGE OF AREA AFFECTED BY
ENTRY AS SHOWN ON PLAN.  SLEEVE LATERAL UNDER ENTRY.

LOCATE LATERAL UNDER ARTESIA BLVD.  IF LATERAL TEE
CONNECTION IS LOCATED UNDER PROPOSED ENTRY, RELOCATE
WITH DIRECTION FROM CITY.

CONTRACTOR TO TONE ALL IRRIGATION WIRES FROM
CONTROLLER TO VALVE LOCATION AND PROVIDE AN AS-BUILT
MAP PRIOR TO START OF IRRIGATION WORK.  REPORT MAINLINE
/ WIRE SURVEY TO CITY REPRESENTATIVE PRIOR TO START OF
WORK.  CITY SHALL APPROVE ANY ADJUSTMENT TO MAINLINE
ROUTE TO ACCOMMODATE ACTUAL MAINLINE / WIRE LOCATIONS.
REFER TO SHEET L301 FOR EXISTING IRRIGATION SYSTEM
RECORD AS-BUILT (NOT VERIFIED IN FIELD)

REMOVE CONTROLLER A AND B, TURN OVER TO CITY
REPRESENTATIVE.  ROUTE 110VAC POWER TO NEW
CONTROLLER OUTSIDE OF SHED PER LOCAL ELECTRICAL CODE.

ALL TRENCHING WITHIN EXISTING TURF AREAS OUTSIDE OF
LIMIT OF WORK SHALL BE SODDED TO MATCH ADJACENT TYPE.

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16



IRRIGATION

AS-BUILT PLAN





L301
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WATER CONCERN, LTD.
Landscape Irrigation Consulting



NOTE:  IRRIGATION AS-BUILT IS PROVIDED FOR GENERAL REFERENCE OF THE

EXISTING SYSTEM TO SHOW MAINLINE ROUTES ONLY.



IRRIGATION

LEGEND AND NOTES





L302
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WATER CONCERN, LTD.
Landscape Irrigation Consulting



1. RECYCLED WASTEWATER SHALL MEET REQUIREMENTS SPECIFIED IN "WASTEWATER RECLAMATION CRITERIA":  TITLE 22, DIVISION 4, CHAPTER 3,
SECTION 60301 THROUGH 60355 OF THE CALIFORNIA CODE OF REGULATIONS AND REGULATIONS AND GUIDELINES OF THE REGULATORY AGENCIES.

2. RECYCLED WASTEWATER USE SHALL BE COMPATIBLE WITH STATE DEPARTMENT OF PUBLIC HEALTH AND REGIONAL WATER QUALITY CONTROL
BOARD REQUIREMENTS.

3. PLANS AND SPECIFICATIONS FOR RECYCLED WASTEWATER DISTRIBUTION, USE AND OPERATIONAL PRACTICES SHALL BE SUBMITTED FOR REVIEW
AND APPROVAL TO THE COUNTY OF LOS ANGELES DEPARTMENT OF PUBLIC HEALTH PRIOR TO IMPLEMENTATION AND CONSTRUCTION.

4. PRIOR TO COMMENCING CONSTRUCTION THE CONTRACTOR SHALL CONTACT THE LOS ANGELES COUNTY DEPARTMENT OF PUBLIC HEALTH TO
ARRANGE FOR INSPECTION OF ALL ON-SITE RECYCLED AND POTABLE WATER WORK.  NO EXCAVATION OR OPEN TRENCH MAY BE BACKFILLED
WITHOUT FIRST SECURING HEALTH DEPARTMENT APPROVAL.  IF ANY PIPING, RECYCLED OR POTABLE, IS INSTALLED PRIOR TO PLAN CHECK
APPROVAL AND/OR INSPECTION, ALL OR ANY PORTION OF THE SYSTEM MAY BE REQUIRED TO BE EXPOSED AND CORRECTED AS NECESSARY.

5. A LOS ANGELES COUNTY DEPARTMENT OF PUBLIC HEALTH APPROVED TEMPORARY WATER CONNECTION TO A POTABLE WATER SUPPLY, VIA A ,
APPROVED REDUCED PRESSURE PRINCIPLE BACKFLOW PREVENTION DEVICE, SHALL BE UTILIZED FOR THE PURPOSES OF FLUSHING, PRESSURE
TESTING, CONSTRUCTION USES, INITIAL LANDSCAPE USE AND THE FINAL CROSS-CONNECTION TEST.

6. SEPARATION - IN ORDER TO MINIMIZE CONSTRUCTION ACCIDENTS RESULTING IN PIPELINE BREAKS, INFILTRATION OF WASTEWATER FROM LEAKING
WASTEWATER LINES INTO DOMESTIC WATER LINES, OR ACCIDENTAL CROSS-CONNECTIONS BETWEEN RECYCLED WASTEWATER AND POTABLE
WATER SYSTEMS, MAXIMUM ATTAINABLE SEPARATION OF RECYCLED WASTEWATER LINES AND POTABLE WATER LINES SHALL BE PRACTICED.
A. PARALLEL CONSTRUCTION:THERE SHALL BE AT LEAST A TEN FOOT (10') SEPARATION, ALL DISTANCES MEASURED FROM PIPELINE OUTSIDE

DIAMETER.
B. CROSS-OVER CONSTRUCTION:  AS PERPENDICULAR AS POSSIBLE; ONE FOOT (1') SEPARATION, WITH POTABLE ABOVE RECYCLED; FULL PIPE

LENGTH CENTERED OVER CROSSING.
C. ALTERNATE CROSS-OVER CONSTRUCTION  (DISTANCE NOT MAINTAINED):  EITHER THE POTABLE OR RECYCLED WATER LINES MAY BE SLEEVED

WITH THE SAME CLASS PIPING FOR ONE FULL PIPE LENGTH (MINIMUM TEN FEET) CENTERED OVER THE CROSS-OVER.
D. THE RECYCLED WASTEWATER SYSTEM SHALL BE CONSTRUCTED IN CONFORMANCE WITH POTABLE WATER SYSTEM CONSTRUCTION

STANDARDS AND IN ACCORDANCE WITH ALL OTHER GOVERNING CODES, RULES AND REGULATIONS.
E. UNUSED OR ABANDONED POTABLE WATER LINES ARE TO BE SEVERED AS CLOSE TO WATER MAINS AS PRACTICAL, CAPPED AND A TEN-FOOT

SECTION OF ABANDONED LINE REMOVED AND CEMENTED UNDER HEALTH DEPARTMENT SUPERVISION.

EXISTING ON-SITE PIPING - TO THE EXTENT FEASIBLE, MAXIMUM SEPARATION OF RECYCLED WASTEWATER AND POTABLE WATER LINES SHALL BE
PRACTICED UPON SYSTEM ADDITION OR MODIFICATION.

7. IDENTIFICATION:  ALL RECYCLED WASTEWATER LINES (PRESSURE/NON-PRESSURE), VALVE BOXES, HYDRANTS AND APPURTENANCES SHALL BE
IDENTIFIED TO CLEARLY DISTINGUISH BETWEEN RECYCLED WASTEWATER, NON-POTABLE AND POTABLE WATER SYSTEMS.

A. RECYCLED WASTEWATER - ALL BURIED RECYCLED WASTEWATER LINES (PRESSURE/NON-PRESSURE) SHALL BE PURPLE COLORED PIPE WITH
CONTINUOUS WORDING "CAUTION RECYCLED WATER" PRINTED ON OPPOSITE SIDES OF THE PIPE.  FOR LIMITED APPLICATION, THE USE OF
CONTINUOUS LETTERING ON THREE INCH (3") MINIMUM WIDTH PURPLE TAPE WITH ONE INCH BLACK OR WHITE CONTRASTING LETTERING
BEARING THE CONTINUOUS WORDING "CAUTION RECYCLED WATER" PERMANENTLY AFFIXED AT FIVE FOOT INTERVALS ATOP ALL HORIZONTAL
PIPING, LATERALS AND MAINS.  IDENTIFICATION TAPE SHALL EXTEND TO ALL VALVE BOXES AND/OR VAULTS, EXPOSED PIPING, HYDRANTS AND
QUICK COUPLERS.

B. POTABLE WATER - ALL POTABLE WATER LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE UNIFORM PLUMBING CODE AND ALL BURIED
POTABLE WATER LINES SHALL BE IDENTIFIED BY CONTINUOUS LETTERING ON OTHER GOVERNING CODES, RULES AND REGULATIONS.  ALL
THREE INCH (3") MINIMUM WIDTH BLUE TAPE WITH ONE INCH WHITE LETTERING BEARING THE CONTINUOUS WORDING "POTABLE WATER"
PERMANENTLY AFFIXED AT TEN FOOT INTERVALS ATOP ALL HORIZONTAL PIPING, LATERALS AND MAINS.  IDENTIFICATION TAPE SHALL EXTEND
TO ALL VALVE BOXES AND/OR VAULTS, EXPOSED PIPING AND HYDRANTS. IDENTIFICATION TAPE IS NOT NECESSARY FOR EXTRUDED COLORED
PVC WITH CONTINUOUS WORDING "POTABLE WATER" PRINTED IN CONTRASTING LETTERING ON OPPOSITE SIDES OF THE PIPE.

C. NON-POTABLE WATER - ALL NON-POTABLE IRRIGATION/INDUSTRIAL WATER LINES (PRESSURE/NON-PRESSURE) SHALL BE IDENTIFIED BY
CONTINUOUS LETTERING ON THREE INCH (3") MINIMUM WIDTH TAPE WITH ONE INCH CONTRASTING LETTERING BEARING THE CONTINUOUS
WORDING “NON-POTABLE WATER” PERMANENTLY AFFIXED AT TEN FOOT INTERVALS ATOP ALL HORIZONTAL PIPING, LATERALS AND MAINS.
IDENTIFICATION TAPE SHALL EXTEND TO ALL VALVE BOXES AND/OR VAULTS, EXPOSED PIPING, HYDRANTS AND QUICK COUPLERS.
NON-POTABLE WATER IS WATER SUPPLIED FROM THE POTABLE WATER SYSTEM THROUGH AN APPROPRIATE BACKFLOW PREVENTER.

D. EXPOSED PIPING, VALVE BOXES, VAULTS, CONTROL VALVES, QUICK COUPLING VALVES, OUTLETS AND RELATED APPURTENANCES SHALL BE
COLOR CODED AND LABELED OR TAGGED TO DIFFERENTIATE BETWEEN RECYCLED WASTEWATER, POTABLE WATER AND NON-POTABLE
WATER SYSTEMS, I.E.,

I. "CAUTION RECYCLED WATER DO NOT DRINK" IN BLACK OR WHITE CONTRASTING LETTERING ON A PURPLE BACKGROUND.
II. "POTABLE WATER" IN WHITE LETTERING ON A BLUE OR GREEN BACKGROUND.
III. "NON-POTABLE WATER - DO NOT DRINK" IN CONTRASTING LETTERING FROM THE BACKGROUND.

TAGS SHALL BE IDENTIFIED WITH THE APPROPRIATE WORDING ON BOTH SIDES.  TAGS IDENTIFYING RECYCLED WATER SHALL HAVE THE
APPROPRIATE WORDING ON ONE SIDE AND SYMBOL ON THE OPPOSITE SIDE.

8. AQUIFERS SHALL BE PROTECTED AGAINST CONTAMINATION BY RECYCLED WASTEWATER VIA DETERIORATED OR INADEQUATELY PROTECTED
WATERWELL CASINGS BY CORRECTING THESE PHYSICAL DEFICIENCIES.  RECYCLED WASTEWATER SHALL NOT BE SPRAYED ON WELL PUMP
INSTALLATIONS AND APPURTENANCES.

9. AN ON-SITE WATER SUPERVISOR HAVING THE RESPONSIBILITY FOR THE PROTECTION OF THE POTABLE WATER SYSTEM FROM
CROSS-CONNECTIONS, SHALL BE APPOINTED AS PROVIDED FOR UNDER TITLE 17, SECTION 7586, CALIFORNIA CODE OF REGULATIONS.  THE WATER
SUPERVISOR SHALL BE RESPONSIBLE FOR INSTALLATION, OPERATION, AND MAINTENANCE OF THE RECYCLED WASTEWATER AND POTABLE WATER
SYSTEMS, PREVENTION OF POTENTIAL HAZARDS, IMPLEMENTING THESE GUIDELINES AND COORDINATION WITH THE CROSS-CONNECTION
CONTROL PROGRAM OF THE WATER PURVEYOR AND THIS DEPARTMENT.  AUTHORIZATIONS FOR PIPING CHANGES OR ADDITIONS TO EITHER THE
POTABLE OR RECYCLED WASTEWATER SYSTEMS SHALL BE SUBJECT TO REVIEW AND APPROVAL BY THE WATER SUPERVISOR.  THE NAME AND
POSITION OF THIS INDIVIDUAL SHALL BE REPORTED TO THE WATER PURVEYOR AND THE COUNTY OF LOS ANGELES DEPARTMENT OF PUBLIC
HEALTH.

10. AS-BUILT PLANS SHALL BE PREPARED AND UPDATED AS NECESSARY BY THE USER SHOWING THE LOCATION OF RECYCLED WASTEWATER AND
POTABLE WATER SYSTEM PIPING.

11. IN AREAS OF PUBLIC ACCESS TO RECYCLED WASTEWATER SYSTEMS, HOSE BIBS SHALL NOT BE PERMITTED IN ORDER TO PREVENT THE
UNAUTHORIZED USE OF RECYCLED WASTEWATER.  QUICK-COUPLERS ARE PERMISSIBLE IN LIEU OF HOSE BIBB OUTLETS  AND SHALL ONLY BE
CONNECTED TO RECYCLED WASTEWATER LINES.  IN AREAS NOT ACCESSIBLE TO THE PUBLIC, HOSE BIBBS MAY BE PERMITTED PROVIDED THEY
ARE PROPERLY IDENTIFIED WITH PERMANENTLY AFFIXED TAGS, LABELS, OR PLATES WITH THE WORDING "RECYCLED WATER - DO NOT DRINK" IN
ENGLISH AND SYMBOL.

12. EXPOSURE OF DRINKING FOUNTAINS AND PICNIC TABLES TO DIRECT RECYCLED WASTEWATER SPRAY SHALL BE MINIMIZED BY A COMBINATION OF
SELECTIVE LOCATION OF SUCH EQUIPMENT AND BY APPROPRIATE IRRIGATION SYSTEM DESIGN.

A. RECYCLED WASTEWATER SPRAYING SHALL BE DONE IN HOURS OF LEAST PUBLIC EXPOSURE.
B. AREAS WHERE RECYCLED WASTEWATER IS RELEASED, USED OR IMPOUNDED SHALL BE POSTED (E.G., RECYCLED WATER - DO NOT DRINK), TO

INFORM THE PUBLIC THAT RECYCLED WATER IS BEING USED.
C. IRRIGATION PRACTICE SHALL BE CONTROLLED TO PREVENT SURFACE RUNOFF OF RECYCLED WASTEWATER FROM LANDS OWNED OR

CONTROLLED BY THE USER.

13. BACKFLOW PROTECTION

A. THERE SHALL BE NO INTERCONNECTION BETWEEN THE POTABLE WATER SYSTEM AND THE RECYCLED WATER SYSTEM WITHIN THE USER'S
PREMISES.

B. A DYE OR PRESSURE TEST MUST BE UTILIZED TO CONFIRM THE PHYSICAL SEPARATION OF THE RECYCLED AND POTABLE WATER SYSTEMS.
SAID TESTING SHALL BE PERFORMED IN CONJUNCTION WITH THE WATER PURVEYOR AND THIS DEPARTMENT AND CONDUCTED BEFORE THE
INTRODUCTION OF RECYCLED WASTEWATER. (REFER TO ITEM # 5)

C AN APPROVED BACKFLOW PREVENTION DEVICE SHALL BE INSTALLED AT THE POTABLE WATER SERVICE CONNECTION(S).
D. IN ORDER TO MAINTAIN THE WATER QUALITY IN A RECYCLED WASTEWATER DISTRIBUTION SYSTEM A BACKFLOW PREVENTION DEVICE(S) MAY

BE REQUIRED AT THE RECYCLED WASTEWATER METER OR AT SPECIFIC ON-SITE LOCATIONS WHERE SAID USE COULD DEGRADE THE QUALITY
OF THE RECYCLED WASTEWATER SUPPLY.

COUNTY OF LOS ANGELES DPH RECYCLED WATER NOTES

GENERAL IRRIGATION NOTES
1. ALL MAIN LINE AND LATERAL LINE PIPING AND CONTROL WIRES UNDER PAVING SHALL BE  INSTALLED IN SEPARATE

SLEEVES.  MAIN AND LATERAL LINE SLEEVES SHALL BE A MINIMUM OF TWICE  (2X) THE DIAMETER OF THE PIPE TO BE
SLEEVED.  CONTROL WIRE SLEEVES SHALL BE OF SUFFICIENT  SIZE FOR THE REQUIRED NUMBER OF WIRES UNDER
PAVING.

2. PIPE SIZES SHALL CONFORM TO THOSE SHOWN ON THE DRAWING.  NO SUBSTITUTIONS OF  SMALLER PIPE SIZES SHALL BE
PERMITTED, BUT SUBSTITUTIONS OF LARGER SIZES MAY BE  APPROVED.  ALL DAMAGED AND REJECTED PIPE SHALL BE
REMOVED FROM THE SITE AT THE TIME OF  SAID REJECTION.

3. INSTALL ALL PIPING BETWEEN THE POINT OF CONNECTION AND THE BASKET STRAINER OR THE  R.P. BACKFLOW
PREVENTOR AS PER LOCAL CODES.

4. FINAL LOCATION OF THE AUTOMATIC CONTROLLER AND BASKET STRAINER OR THE R.P. BACKFLOW  SHALL BE APPROVED
BY THE LANDSCAPE ARCHITECT AND IRRIGATION CONSULTANT PRIOR TO INSTALLATION.

5. 120 VAC ELECTRICAL POWER SOURCE AT CONTROLLER LOCATION SHALL BE PROVIDED BY OTHERS.  THE IRRIGATION
CONTRACTOR SHALL MAKE THE FINAL  CONNECTION FROM THE ELECTRICAL SOURCE TO THE CONTROLLER. PER LOCAL
ELECTRICAL CODES.

6. ALL SPRINKLER HEADS SHALL BE SET PERPENDICULAR TO FINISH GRADE UNLESS OTHERWISE  SPECIFIED.
7. THE IRRIGATION CONTRACTOR SHALL FLUSH AND ADJUST ALL SPRINKLER HEADS AND VALVES FOR  OPTIMUM COVERAGE

WITH MINIMAL OVERSPRAY ONTO WALKS, STREETS, WALLS, ETC.
8. THE IRRIGATION DESIGN IS DIAGRAMMATIC.  ALL PIPING, VALVES, ETC., SHOWN WITHIN PAVED AREAS IS FOR  DESIGN

CLARIFICATION ONLY AND SHALL BE INSTALLED IN PLANTING AREAS WHEREVER POSSIBLE.
9. IT IS THE RESPONSIBILITY OF THE IRRIGATION CONTRACTOR TO BECOME FAMILIAR  WITH ALL  GRADE DIFFERENCES,

LOCATION OF WALLS, RETAINING WALLS, STRUCTURES AND UTILITIES.   THE  IRRIGATION CONTRACTOR SHALL REPAIR OR
REPLACE ALL ITEMS DAMAGED BY THEIR WORK.  WORK  SHALL BE COORDINATED WITH OTHER CONTRACTORS FOR THE
LOCATION AND INSTALLATION OF PIPE  SLEEVES THROUGH WALLS, UNDER ROADWAYS, AND PAVING, ETC.

10. THE SPRINKLER SYSTEM DESIGN IS BASED ON A MINIMUM OPERATING PRESSURE AS SHOWN ON  THE PLANS.
CONTRACTOR SHALL VERIFY WATER PRESSURE  PRIOR TO CONSTRUCTION.  REPORT THE ACTUAL PRESSURE READING
AT THE IRRIGATION POINT OF CONNECTION  TO THE OWNER'S AUTHORIZED REPRESENTATIVE PRIOR TO START OF WORK.

11. DO NOT WILLFULLY INSTALL THE SPRINKLER SYSTEM AS SHOWN ON THE DRAWINGS WHEN IT IS  OBVIOUS IN THE FIELD
THAT UNKNOWN OBSTRUCTIONS, GRADE DIFFERENCES, OR DIFFERENCES IN  THE AREA  EXIST THAT ARE NOT SHOWN ON
THE PLANS.  SUCH  OBSTRUCTIONS OR DIFFERENCES SHOULD BE BROUGHT TO THE ATTENTION OF THE OWNER'S
AUTHORIZED REPRESENTATIVE.  IN THE EVENT THIS NOTIFICATION IS NOT PERFORMED, THE  IRRIGATION CONTRACTOR
SHALL ASSUME FULL RESPONSIBILITY FOR ANY REVISIONS NECESSARY.

12. ALL SPRINKLER EQUIPMENT NOT DETAILED OR SPECIFIED SHALL BE INSTALLED AS  PER MANUFACTURER'S
RECOMMENDATIONS AND SPECIFICATIONS.

13. THE IRRIGATION CONTRACTOR SHALL INSTALL KBI SERIES ANTI DRAIN VALVES ON ALL  HEADS IN AREAS WHERE FINISH
GRADE EXCEEDS 4:1, WHERE POST VALVE SHUT-OFF DRAINING OF THE IRRIGATION SYSTEM OCCURS OR AS DIRECTED BY
THE OWNER'S AUTHORIZED REPRESENTATIVE.

14. THE CONTRACTOR SHALL PROVIDE PRESSURE COMPENSATION SCREENS (PCS) AS NECESSARY TO ELIMINATE
OVERSPRAY ONTO STREETS, WALKS OR OTHER  AREAS AS DIRECTED BY THE OWNER'S AUTHORIZED REPRESENTATIVE.

15. SHRUB HEADS AND RISERS MAY BE SUBSTITUTED FOR POP-UP HEADS IN PLANTED AREAS EXCEPT  WHERE ADJACENT TO
TRAFFIC AREAS SUCH AS WALKS, CURBS, TURF LINES, MONUMENTS,  FOUNTAINS, OR SIGNAGE.  REFER TO INSTALLATION
DETAILS.

IRRIGATION EQUIPMENT LEGEND
ITEM - MANUFACTURER - MODEL NUMBER - DESCRIPTIONSYMBOL

PURPLE CLASS 315 PRESSURE MAINLINE FOR PIPE 2" THROUGH 3"
PURPLE SCH 40 PRESSURE MAINLINE FOR PIPE 1-1/2" AND SMALLER
ALL PIPE TO BE SOLVENT WELD REFER TO TRENCHING DETAIL FOR DEPTHS

BELOW GRADE
PRESSURE
MAINLINE

PURPLE SCHEDULE 40 PVC
REFER TO SLEEVING LEGEND FOR QUANTITY AND SIZE

SLEEVEX

DOMESTIC WATER LINES PER CIVIL PLANS - FOR REFERENCE ONLYDW DW DOMESTIC
WATER LINE

PAIGE 7001D UL LISTED U.F. 600V DIRECT BURIAL 
PILOT WIRE 14 AWG BLACK
COMMON 14 AWG WHITE WITH BLACK STRIPE
EXTRA WIRE 14 AWG ORANGE
FUTURE WIRE 14 AWG YELLOW

IRRIGATION WIRENOT SHOWN

3M DBY OR 3M DBR WATERPROOF DIRECT BURY CONNECTORSWIRE
CONNECTORS

NOT SHOWN

PRESSURE MAINLINE FITTINGS TO BE SCHEDULE 40 PVC SOLVENT WELD

NON-PRESSURE LATERAL LINE FITTINGS TO BE SCHEDULE 40 PVC SOLVENT
WELD (ABOVE GRADE PIPE FITTINGS SHALL BE UVR)

MAINLINE FITTINGS

LATERAL FITTINGS

NOT SHOWN

T CHRISTY ID-MAX-P2-RC006 PURPLE BILINGUAL RECYCLED WATER WARNING
TAG - PER VALVE

ID TAGSNOT SHOWN

RECTANGULAR CARSON 1419 - 14" X 19"
CIRCULAR CARSON 910 - 10" ROUND
JUMBO CARSON 1220 - 12" X 20" JUMBO
BOX / LID COLOR: PURPLE - INCLUDE BOLT DOWN LOCKING LID

VALVE BOXNOT SHOWN

DENOTES STATION NUMBER
DENOTES VALVE FLOW (GPM)
DENOTES VALVE SIZE

A1
60

RAINBIRD GB SERIES NORMALLY CLOSED 2" BRASS MASTER VALVE
WITH SOL-ADA HEAVY DUTY SOLENOID

MASTER VALVE

CREATIVE SENSOR TECHNOLOGY INCLUDED WITH CONTROLLER ASSEMBLY
REFER TO CONTROLLER NOTE

FLOW SENSOR

RAINBIRD PESB-R CONTROL VALVE - REFER TO PLAN FOR SIZESCONTROL VALVE

API/JAIN ARV-2 COMBINATION AIR / VACUUM RELIEF VALVEA AIR RELIEF

CONTROLLER STRONGBOX TOP MOUNTED STAINLESS STEEL CONTROLLER ASSEMBLY
REFER TO CONTROLLER NOTE FOR MODEL NUMBER AND FEATURES

RECYCLED WATER LINES PER CIVIL PLANS - FOR REFERENCE ONLYRW RW RECYCLED
WATER LINE

HUNTER HQ44-LRC-AW-R 1" ACME QUICK COUPLER WITH PURPLE VINYL
LOCKING COVER INCLUDE TWO (2)  HK-44A KEYS WITH  HS1 SWIVEL PER
CONTROLLER

QUICK COUPLER

RAINMASTER EV-CAB-SEN TWO WIRE FLOW SENSOR CABLE IN A GRAY
SCHEDULE 40 PVC 1-1/4" CONDUIT WITH PULL BOXES AT 200' O.C. - NO SPLICES

FS FS FLOW SENSOR
CABLE

NIBCO T-113-K IRR BRONZE CROSS TOP - LINE SIZE UP TO 3"GATE VALVE

RAINBIRD PESB-R 1" CONTROL VALVE
INCLUDE A RAINBIRD PRB-QKCHK-100 40 PSI PRESSURE REGULATING 120 MESH
QUICK CHECK BASKET FILTER (SPECIAL ORDER ITEM)

CONTROL VALVE
DRIP

1/2" PVC BALL VALVE FOR DRIP SYSTEM END FLUSHF FLUSH VALVE

PURPLE SCHEDULE 40 SOLVENT WELD PVC - 3/4" MINIMUM
REFER TO  PLAN FOR SIZES AND TRENCHING DETAIL FOR BURIAL DEPTHS

BELOW GRADE
LATERAL LINE

RECYCLED WATER WARNING ID SIGN - T CHRISTY MODEL ID-SIGN 3.5 (12" X 18")
ALUMINUM WITH 1-1/2" SQUARE ALUMINUM POST

RECYCLED
WATER SIGN

S

MANUFACTURER PART NO.DESCRIPTION NOZZLE PATTERN FLOW RADIUS PRES PRECIPSYMBOL

NOTE:  ALL POP UP IRRIGATION HEADS ARE SPECIFIED WITH PURPLE NON-POTABLE IDENTIFICATION CAPS.

RAINBIRD SPRAY LEGEND - RECYCLED WATER

TURF POP UP HEADS
TURF POP UP 
TURF POP UP 
TURF POP UP 
TURF POP UP 

RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP

FULL 
HALF 
THIRD 
QRTR 

15F
15H
15T
15Q

3.70
1.85
1.23
0.93

15'
15'
15'
15'

30
30
30
30

1.83
1.83
1.83
1.83

TURF POP UP 
TURF POP UP 
TURF POP UP 
TURF POP UP 

RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP

FULL 
HALF 
THIRD 
QRTR 

12F
12H
12T
12Q

2.60
1.30
0.93
0.65

12'
12'
12'
12'

30
30
30
30

2.01
2.01
2.01
2.01

TURF POP UP 
TURF POP UP 
TURF POP UP 
TURF POP UP 

RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP

FULL 
HALF 
THIRD 
QRTR 

10F
10H
10T
10Q

1.60
0.80
0.50
0.40

10'
10'
10'
10'

30
30
30
30

1.75
1.75
1.75
1.75

TURF POP UP 
TURF POP UP 
TURF POP UP 
TURF POP UP 

RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP

FULL 
HALF 
THIRD 
QRTR 

8F
8H
8T
8Q

1.00
0.50
0.35
0.25

8'
8'
8'
8'

30
30
30
30

1.83
1.83
1.83
1.83

TURF POP UP 
TURF POP UP 
TURF POP UP 

RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP
RAINBIRD 1806 SAM PRS NP

HALF 
THIRD 
QRTR 

5H
5T
5Q

0.20
0.15
0.10

5'
5'
5'

30
30
30

1.83
1.83
1.83

EXISTING RECYCLED WATER METER - VERIFY STATIC WATER PRESSURE AND
REPORT TO IRRIGATION CONSULTANT PRIOR TO START OF WORK

RM RECYCLED
WATER METER

KECKLEY SSGFV CLASS 150 CAST 316 STAINLESS STEEL 3" BASKET STRAINER
WITH 60 MESH STAINLESS STEEL SCREEN

BASKET
STRAINER

16

16

16

MANUFACTURER PART NO.DESCRIPTION NOZZLE PATTERN FLOW RADIUS PRESSYMBOL

RAINBIRD 8005 SERIES ROTOR LEGEND RECYCLED WATER

TURF POP UP HEADS

TURF ROTOR

TURF ROTOR

TURF ROTOR

RAINBIRD 8005 - SS - NP FULL 16 15.9 55'-59' 60

HALF

QRTR

16 15.9 55' - 59' 60

16 15.9 55' - 59' 60

RAINBIRD 8005 - SS - NP

RAINBIRD 8005 - SS - NP

NOTE:  ALL IRRIGATION HEADS ARE SPECIFIED WITH PURPLE NON-POTABLE IDENTIFICATION CAPS AND STAINLESS STEEL RISERS.

DRIP EMITTERS RAINBIRD XB - 10 PC -1032 1 GPH (BLACK) THREADED PRESSURE 
COMPENSATING DRIP EMITTERS ON 12" POLYFLEX RISERS PFR - FRA.
SPACE ON A GRID PATTERN 24"x 24". REFER TO SCHEMATIC AND EMITTER 
DETAILS.

NOT SHOWN

PURPLE SCHEDULE 40 SOLVENT WELD PVC - 3/4" MINIMUM
REFER TO SHRUB EMITTER DETAIL FOR BURIAL DEPTHS.

DRIP LATERAL

EXISTING CONTROL VALVE

DENOTES EXISTING STATION NUMBER FOR REFERENCE

CONTROL VALVE
A12

TRANSITION TRANSITION FROM NEW MAINLINE TO EXISTING MAINLINE WITH BLACK
RECTANGULAR WIRE SPLICE BOX.

EXISTING RECYCLED WATER BELOW GRADE PRESSURE MAINLINEBELOW GRADE
PRESSURE
MAINLINE

EXISTING QUICK COUPLERQUICK COUPLER

MANUFACTURER PART NO.DESCRIPTION NOZZLE PATTERN FLOW RADIUS PRES PRECIPSYMBOL

RAINBIRD ROTOR LEGEND - RECYCLED WATER

NOTE:  ALL IRRIGATION HEADS ARE SPECIFIED WITH PURPLE NON-POTABLE IDENTIFICATION CAPS.

TURF POP UP HEADS

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

TURF ROTOR

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 1806 SAM P45 NP

RAINBIRD 5006 PL-R SAM FC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM FC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM FC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM PC NP

RAINBIRD 5006 PL-R SAM PC NP

FULL R13-18 F 1.60 16' 30 0.61

HALFR13-18 H 0.80 16' 30 0.61

QRTRR13-18 Q 0.40 16' 30 0.61

THRDR13-18 T 0.65 16' 30 0.61

FULL R17-24 F 3.00 21' 30 0.65

HALFR17-24 H 1.50 21' 30 0.65

QRTRR17-24 Q 0.75 21' 30 0.65

THRDR17-24 T 1.22 21' 30 0.65

FULL MPR 25 FULL 3.82 25' 45 0.59

HALFMPR 25 HALF 1.98 25' 45 0.61

QRTRMPR 25 QRTR 1.00 25' 45 0.62

THRDMPR 25 THRD 1.38 25' 45 0.64

FULL MPR 30 FULL 5.78 30' 45 0.62

HALFMPR 30 HALF 2.96 30' 45 0.63

QRTRMPR 30 QRTR 1.40 30' 45 0.60

THRDMPR 30 THRD 1.85 30' 45 0.59

FULL MPR 35 FULL 7.58 35' 45

HALFMPR 35 HALF 3.81 35' 45

QRTRMPR 35 QRTR 1.92 35' 45

THRDMPR 35 THRD 2.46 35' 45

0.60

0.60

0.60

0.58

31

31

31

32

32

32

33

33

33

35

35

35

34

34

34

31
135°

32
135°

33
135°

34
135°

35
135°
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REMOTE CONTROL VALVE

2

3

9

SCHEDULE 80 PVC THREAD ONE END NIPPLE -
MINIMUM 6" LENGTH TO EXTEND PAST VALVE BOX

4 3M DBY WATERPROOF WIRE CONNECTOR

10

5 VALVE WIRE AND COMMON - PROVIDE 24"
MININIMUM EXPANSION COIL

11

6

AUTOMATIC CONTROL VALVE - SEE LEGEND FOR
TYPE1

7

12

SUBGRADE

13

MAINLINE PIPING - LENGTH AS REQUIRED

21 3 54 7

1314

9

10

12

15

8

16

MAINLINE TEE OR ELL

14

1"

MAINLINE SLIP ELL

8

15

FINISH GRADE

16

11

6

RECTANGULAR VALVE BOX - LABEL PER BRANDING
DETAIL

BRICK SUPPORTS - FOUR REQUIRED

3/4" CRUSHED GRAVEL - 12" DEEP

SCHEDULE 80 PVC NIPPLE - 3" LENGTH

SCHEDULE 80 PVC S X T UNION

PVC LATERAL LINE

2" MI
N.

2"
 M

IN
.

T CHRISTY YELLOW STATION ID TAG AND A
SEPARATE RECYCLED WATER WARNING ID TAG -
ATTACH TO WIRES WITH ZIP TIE

VALVE SHALL BE IDENTIFIED FOR USE WITH
RECYCLED WATER PER COUNTY OF LOS
ANGELES STANDARDS.

FLOW SENSOR ASSEMBLY

2 8

3 9

4 10

5 11

6

1 7

12

1 2 3

54 6 7

8 9

11 12

161514

13

14

15

16

13

MINIMUM 10x PIPE
DIAMETERS LENGTH

MINIMUM 5x PIPE
DIAMETERS LENGTH

10

FLOW

MAINLINE

SCHEDULE 80 PVC THREAD ONE END (T.O.E.)
NIPPLE - INLET SIZE - MINIMUM 12" LENGTH

MASTER VALVE - REFER TO MASTER VALVE DETAIL

RECTANGULAR VALVE BOX - REFER TO LABELING
DETAIL
SCHEDULE 80 PVC MALE ADAPTER WITH REDUCING
BUSHING TO MATCH SENSOR INLET SIZE

1.25" SCHEDULE 40 PVC ELECTRICAL CONDUIT
WITH PULL BOXES AT 200' O.C. (AS REQUIRED)

SCHEDULE 40 PVC LONG SWEEP ELL

FLOW SENSOR - REFER TO LEGEND

RED AND BLACK FLOW SENSOR WIRES - VERIFY
POLARITY WITH CONNECTION TO CABLE

SCHEDULE 80 PVC MALE ADAPTER - INLET SIZE

MAINLINE PIPING - FLOW SENSOR INLET SIZE

BLUE SCOTHLOK WIRE CONNECTORS - TWO
REQUIRED

3M SCOTCHLOK™ 3570 CONNECTOR SEALING PACK
- INSTALL PER MANUFACTURER INSTRUCTIONS

WATERPROOF CONDUIT INLET WITH FOAM AFTER
WIRE PULL

FLOW SENSOR COMMUNICATION CABLESOLVENT WELD PVC COUPLING - REFER TO
LEGEND FOR TYPE

17 RECYCLED WATER WARNING ID TAG

17

SENSOR SHALL BE IDENTIFIED FOR USE
WITH RECYCLED WATER PER COUNTY OF
LOS ANGELES STANDARDS.

17

MASTER VALVE - THREADED

10

2"
 M

IN

1"

2

3

4

5

6

1

7

7

FLOW

9

11

WIRE CONNECTORS - 3M DBY WITH SCOTCHLOK
CONNECTORS - PROVIDE 24" EXPANSION COIL

MASTER VALVE - REFER TO LEGEND

SOLVENT WELD PVC COUPLING - REFER TO
LEGEND FOR TYPE

SCHEDULE 80 PVC THREAD ONE END NIPPLE,
MINIMUM 6" LENGTH TO EXTEND PAST VALVE BOX

PVC 45° ELL

MAINLINE

SUB-GRADE

FINISH GRADE

RECYCLED WATER WARNING ID TAG

JUMBO VALVE BOX - LABEL PER BRANDING DETAIL

3/4" CRUSHED GRAVEL - 12" DEEP

MAINLINE PIPE TO FLOW SENSOR - REFER TO PLAN

BRICK SUPPORT - FOUR REQUIRED

21

3 4 5 6

1213

8

9

10

11

12

13

8

2"

VALVE SHALL BE IDENTIFIED FOR USE WITH
RECYCLED WATER PER COUNTY OF LOS
ANGELES STANDARDS.

QUICK COUPLER w/ SUPPORT

2 9

3 10

4

12

6 13

7

1 8

14

1"

2

14

3

13
5

678

9

10

11

10

12

4

1

5

11

2"

BRASS NIPPLE - INLET SIZE 3" LENGTH

MAINLINE

BRASS ELL - INLET SIZE

BRICK SUPPORT - TWO REQUIRED

BRASS STREET ELL - INLET SIZE

ROUND VALVE BOX - LABEL PER BRANDING DETAIL SCHEDULE 80 PVC SLIP x THREAD ELL

#4 REBAR, 18" LONG - SECURE TO QUICK COUPLER
WITH TWO STAINLESS STEEL HOSE CLAMPS

SCHEDULE 80 PVC RISER - MINIMUM 4" LENGTHBRASS QUICK COUPLER WITH PURPLE LOCKABLE
CAP.  INCLUDE PURPLE RECYCLED WARNING TAG

MAINLINE TEE OR ELL FITTING WITH BUSHING TO
ADAPT PIPE TO INLET SIZE OF QUICK COUPLER

FINISH GRADE

BRASS NIPPLE - INLET SIZE 12" MINIMUM LENGTH

3/4" CRUSHED GRAVEL - 12" DEEP

VALVE SHALL BE IDENTIFIED FOR USE WITH
RECYCLED WATER PER COUNTY OF LOS
ANGELES STANDARDS.

AIR VACUUM RELIEF

2 8

3 9

4 10

5 11

6

© COPYRIGHT 2005 WATER CONCERN, LTD.  THE ILLUSTRATIVE, GRAPHIC NATURE SHOWN IN THIS DETAIL IS COPYRIGHTED UNDER THE LAW OF THE UNITED STATES AND MAY NOT BE USED WITHOUT WRITTEN CONSENT FROM WATER CONCERN

1 7

1"

1

5

6

7

8

10

11

9

2"

12

12

2 3 4

FINISH GRADE

MAINLINE PVC RISER - INLET SIZE LENGTH AS
REQUIRED

SUBGRADE MAINLINE TEE OR ELL

AIR / VACUUM RELIEF VALVE - REFER TO LEGEND

VALVE BOX EXTENSIONS AS REQUIRED 3/4" CRUSHED GRAVEL - 12" DEEP

BRICK SUPPORT - TWO REQUIRED

ROUND VALVE BOX - LABEL PER BRANDING DETAIL SCHEDULE 80 PVC S xT COUPLING - INLET SIZE

RECYCLED WATER WARNING ID TAG

MAINLINE

AIR RELIEF SHALL BE IDENTIFIED FOR USE
WITH RECYCLED WATER PER COUNTY OF
LOS ANGELES STANDARDS.

1.00 - CROSS TOP GATE VALVE NO SCALE

2 8

3 9

4 10

5 11

6

1 7

1"
 IN

 S
HR

UB
BE

D 
ON

LY

3"

RE
FE

R 
TO

 T
RE

NC
HI

NG
 D

ET
AI

L

1

2

8

9
10

6
6

345 3
4

5

7

PURPLE, 10" ROUND VALVE BOX WITH STAINLESS
STEEL BOLT LOCKING LID, HEAT BRAND "GV"

11

RECYCLED WATER WARNING ID TAG

6 INCH DIAMETER WHITE CLASS 200 PVC ACCESS
SLEEVE
SCHEDULE 80 PVC T.O.E. NIPPLE,
MINIMUM LENGTH 6" FINISH GRADE

SOLVENT WELD PVC COUPLING - REFER TO
LEGEND FOR TYPE SUBGRADE

PRESSURE MAINLINE - REFER TO TRENCHING
DETAIL FOR DEPTH

COMMON BRICK SUPPORT, TWO REQUIRED

BRASS GATE VALVE WITH CROSS TOP 1 CUBIC FOOT 3/4" CRUSHED GRAVEL

GATE VALVE SHALL BE IDENTIFIED FOR USE
WITH RECYCLED WATER PER COUNTY OF
LOS ANGELES STANDARDS.

SPRAY HEAD POP UP - REFER TO LEGEND

HARDSCAPE / PLANTER SEPARATION HEADER -
REFER TO MATRIX FOR OFFSET DISTANCE

MARLEX STREET ELL INLET SIZE

FINISH GRADE SCHEDULE 80 PVC NIPPLE - LENGTH AS REQUIRED

SUBGRADE

SCHEDULE 40 PVC SxSxT TEE OR ELL

LATERAL LINE - SIZE PER PLAN

SHRUB
OFFSET 'X'

HARDSCAPE
TYPE

SIDEWALK / CURB 24"

MOW CURB 6"

HEAD SHALL BE IDENTIFIED FOR USE WITH
RECYCLED WATER PER COUNTY OF LOS
ANGELES STANDARDS.

1

POP UP SPRAY BODY

1

62

73

84

5

6
7

4
5

2 3

SHRUB
TURF

X"
3"

8

1/2
"

ROTOR POP UP

1

62

73

84

5

6

7

4
5

3

5 8

1 2

SHRUB
TURF

X"
3"

1/2
" I

N 
TU

RF
1"

 IN
 S

HR
UB

ROTOR POP UP - REFER TO LEGEND

HARDSCAPE / PLANTER SEPARATION HEADER -
REFER TO MATRIX FOR OFFSET DISTANCE

SCHEDULE 40 STREET ELL - INLET SIZEFINISH GRADE

SCHEDULE 80 PVC NIPPLE - LENGTH AS REQUIREDSUBGRADE

SCHEDULE 40 PVC SxSxT TEE OR ELBOW

LATERAL LINE - SIZE PER PLAN

SHRUB
OFFSET 'X'

HARDSCAPE
TYPE

SIDEWALK / CURB 24"

MOW CURB 6"

BASKET STRAINER - FLANGED

1112

1 2

7

89

5

1"

1

6

2

7

3

8

4

5

9

10

11

10

63

12

2"

PVC 45° ELLSCHEDULE 80 PVC SOLVENT WELD FLANGE
ADAPTER WITH STAINLESS STEEL HARDWARE

MAINLINE

SUB-GRADE

FINISH GRADE

RECYCLED WATER WARNING ID TAG

JUMBO VALVE BOX - LABEL PER BRANDING DETAIL

3/4" CRUSHED GRAVEL - 12" DEEP

FLANGED BASKET STRAINER - REFER TO LEGEND

MAINLINE PIPE TO MASTER VALVE - REFER TO PLAN

COAT AND TORQUE ALL BOLT HARDWARE PER
MANUFACTURER'S RECOMMENDATIONS

BRICK SUPPORT - FOUR REQUIRED

4

REMOTE CONTROL VALVE - DRIP

RECTANGULAR VALVE BOX - LABEL PER BRANDING
DETAIL

WIRE CONNECTOR KIT 3M DBY WATERPROOF

VALVE WIRES - PROVIDE 24" MININIMUM EXPANSION
COIL FOR EACH

2

3

4

9

5

10

6

1

7

11

12

21 3 65 9

12 11

16

7

15

15

1"

16

10

8

2"

PRESSURE MAINLINE TEE AND PIPING - LENGTH AS
REQUIRED

SCHEDULE 80 PVC NIPPLE THREAD ONE END  -
MINIMUM 6" LENGTH TO EXTEND INTO VALVE BOX COMMON BRICK SUPPORTS - FOUR REQUIRED

GRAVEL 3/4" CRUSHED - 12" DEEP

SCHEDULE 80 T X T COUPLING

PVC LATERAL LINE

T CHRISTY YELLOW STATION ID TAG AND A
SEPARATE RECYCLED WATER WARNING ID TAG

2"

FILTER WITH PRESSURE REGULATOR
REFER TO LEGEND

4

SUBGRADE

REMOTE CONTROL VALVE - REFER TO LEGEND

8 FINISH GRADE

13
14

13

14

1" x 3" SCHEDULE 80 NIPPLE

SCHEDULE 80 PVC S X T UNION

VALVE SHALL BE IDENTIFIED FOR USE WITH
RECYCLED WATER PER COUNTY OF LOS
ANGELES STANDARDS.
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WIRE CONNECTIONS

STRIP WIRES APPROXIMATELY
5/8" FROM END

TWIST ENDS TOGETHER IN
CLOCKWISE ROTATION.  TWIST
3M SCOTHLOK CONNECTOR
ONTO ENDS IN CLOCKWISE
ROTATION

INSERT WIRE BUNDLE INTO 3M
DBY WATERPROOF CONNECTOR

SPREAD WIRES THROUGH SLOTS
AND CLOSE CAP TO LOCK
SEALED CONNECTION

COMPLETED CONNECTION

STEP 1

STEP 2

STEP 3

STEP 4

STEP 5

PIPES UNDER PAVING

2

4

5

3

BACKFILL - REFER TO SPECIFICATIONS

1

SUBGRADE

DEBRIS AND ROCK FREE BACKFILL (OR SAND)
MINIMUM 2" BELOW PIPING.
PRESSURE MAINLINE PIPING IN SLEEVE - REFER TO
SPECIFICATIONS

LATERAL LINE IN SLEEVE - REFER TO
SPECIFICATIONS7

FINISH SURFACE IN LANDSCAPE OR VEHICULAR
PAVING 6 LOW VOLTAGE CONTROL WIRE SLEEVE - MINIMUM

2" - REFER TO SPECIFICATIONS

M
A

I
N

L
I
N

E
 
-
 
S

E
E

B
E

L
O

W

6
"

6
"

L
A

T
E

R
A

L

 
S

E
E

 
B

E
L
O

W

DEPTHSIZELOCATIONPIPE TYPE
< 3"
3" +

24"
36"
30"
36"

LANDSCAPE

VEHICULAR
PAVING

< 3"
3" +

PRESSURE
MAINLINE

< 3"
3" +

12"
18"
24"
30"

LANDSCAPE

VEHICULAR
PAVING

< 3"
3" +

NON PRESSURE
LATERAL LINE

3

7

6

54

2

1

NOTES
1. ALL SLEEVES TO BE TWICE DIAMETER OF
CARRIER PIPE
2. NON-DOMESTIC WATER PIPE SLEEVES SHALL BE
IDENTIFIED PER WATER DISTRICT STANDARDS
3. ALL SLEEVES SHALL EXTEND MINIMUM 12"
BEYOND EDGE OF PAVING

TRENCHING

2

4

5

3

1

9

6" 6"

24
"

12
"

2
3

4

5

6

9

8

1

8

7

FINISH GRADE

SUBGRADE

BACKFILL - REFER TO SPECIFICATIONS

HARDSCAPE OR STRUCTURE

DEBRIS AND ROCK FREE BACKFILL (OR SAND)
MINIMUM 2" ABOVE AND BELOW PIPING.

RECYCLED WATER WARNING TAPE ON TOP OF PIPE
AND 12" ABOVE PIPE

CONTROL WIRE  -  ATTACH TO PIPE AT 10'
INTERVALS - PROVIDE 20" EXPANSION LOOP AT
CHANGE IN DIRECTIONS

MAINLINE

7

6 LATERAL

CONTROLLER - TOP MOUNT

3 10

4 11

5 12

6 13

7

2 9

14

7 8 9 12

13

10' MIN.

12
"

4"

16"

4" 11

1 8

4"2"

6

1

2

3

4

105

AUTOMATIC CONTROLLER

1" PVC SWEEP ELL AND CONDUIT FOR 110 VAC
ELECTRICAL CONNECTION

CONTROLLER SUB ASSEMBLY

3" PVC LONG SWEEP ELL AND CONDUIT FOR
CONTROLLER WIRES

CONTROLLER ON/OFF WITH GFI SWITCH PER
LOCAL ELECTRICAL CODE

EPOXY WATERPROOFING ALONG BASE OF
ENCLOSURE

5/8" X 96" COPPER GROUND ROD -INSTALL PER
MANUFACTURER RECOMMENDATIONS

1-1/2" LONG PVC SWEEP ELL AND
CONDUIT FOR FLOW SENSOR WIRE

CONTROLLER ENCLOSURE

1-1/2" LONG PVC SWEEP ELL AND
CONDUIT FOR GROUND WIRE

FINISH GRADE

SUBGRADE

CONCRETE BASE - 6" THICK MIN - SLOPE EDGES
FOR DRAINAGE

VALVE BOX - 10" ROUND WITH TWO BRICK
SUPPORTS

14

CONTRACTOR TO INSTALL CHRISTY'S DECAL
ID-DECL-REC1218 STICKER ON FRONT OF
CONTROLLER PER CITY REQUIREMENT.

RECYCLED WATER SIGN NO SCALE

2

84

5

6

1

7

ATTACH SIGN TO POST WITH STAINLESS STEEL
HARDWARE, TWO BOLTS, MINIMUM

CHRISTY #ID-SIGN-3.5 - 12" x 18" ALUMINUM X 0.08"
THICK RECYCLED WATER SIGN

FINISH GRADE

SUBGRADE

FURNISH AND INSTALL TWO SIGNS PER
CONTROLLER

CONCRETE FOOTING WITH SLIGHT CROWN

FOR WATER CONSERVATION

THIS PROPERTY IS IRRIGATED

WITH RECLAIMED WATER

COMO PARTE DE LOS ESFUERZOS DE

CONSERVACION DE LA CIUDAD; ESTA AGUA

HA SIDO TRATADA CON EL PROPOSITO DE

SER UTILIZADA UNICAMENTE PARA RIEG

DO NOT               DRINK

24
"

12
"

8"
DIA.

3

1
2

4

5

6

7

3 SUBMIT SAMPLE OF SIGN TO WATER DISTRICT
PRIOR TO INSTALLATION FOR APPROVAL

1-1/2" X 36" X 1/16" WALL SQUARE ALUMINUM POST

8

2X

VALVE BOX BRANDING - RECYCLED WATER

RCV-A1

QC-A

2

1 RECTANGULAR VALVE BOX

3 1" IDENTIFICATION BRAND - REFER TO CHART

1

3

ROUND VALVE BOX

2

3

RECTANGULAR VALVE BOX

ITEM COLOR BRAND
BALL VALVE PURPLE BV-A
 REGULATOR PURPLE PR-A

MASTER VALVE PURPLE MV-A
FLOW SENSOR PURPLE FS-A

PULL BOX BLACK PB-A
CONTROL VALVE PURPLE RCV-A ##

GROUND ROD BLACK GR-A

ROUND VALVE BOX

ITEM COLOR BRAND
QUICK COUPLER PURPLE QC-A

ANGLE VALVE PURPLE GV-A
AIR RELIEF PURPLE AR-A

VALVE BOX LAYOUT

2

8

3

4

51

7

RCV A1

A QC

12
"

4"

12" 12"

align

24

21

6 7 8

3

CL

C L

5

RECTANGULAR VALVE BOX

1" IDENTIFICATION BRAND - REFER TO BRANDING
DETAILS

CENTER VALVE WITHIN BOX

ROUND VALVE BOX

ALIGN VALVE BOXES PARALLEL TO HARDSCAPE
SURFACE AND PERPENDICULAR TO EDGE

6
MAINTAIN 3" MINIMUM FROM HEDGE PLANTING.  DO
NOT LOCATE VALVE BOXES IN HEDGES, NEAR
TREES OR IN TURF AREAS.

HARDSCAPE CONDITION

TURF PLANTER WITH EDGE CONDITION

RW / DW SERVICE LINE CROSSING NO SCALE

2 6

3 7

4 8

1 5FINISH GRADE

SUBGRADE

DOMESTIC SERVICE LINE - CONTRACTOR TO
LOCATE POSITION
PURPLE RECYCLED WATER IRRIGATION PRESSURE
MAINLINE SLEEVE - AS NECESSARY AT CROSSINGS

IRRIGATION PRESSURE MAINLINE TO BE SLEEVED 5'
FROM DOMESTIC CROSSING - EACH DIRECTION

MAINTAIN 10' HORIZONTAL SEPARATION

SANITARY SEWER LINE - CONTRACTOR TO LOCATE
POSITION

RECYCLED WATER IRRIGATION PRESSURE
MAINLINE

CONTRACTOR TO COORDINATE CROSSING OF ALL
POTABLE AND  RECYCLED WATER PRESSURE
MAINLINES WITH WATER DISTRICT'S FIELD  INSPECTOR
PRIOR TO TRENCHING

10'-0" 10'-0" 5'-0" 5'-0"

12
"

12
"

12
"

1
2

3

7

5

6

4

1
2

4
5

3

SECTION VIEW CROSSING VIEW

8

3
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SHRUB DRIP DETAIL

2

84

5

6

1

7

8 7 6

2

3 4

5

24" MAXIMUM

1"

24" MAXIMUM

11"

HARDSCAPE

12"

24" MAXIMUM

24" MAXIMUM
24" MAXIMUM

CONTRACTOR SHALL
TRIANGULAR SPACE
EMITTERS

7 6
TOP VIEW

SIDE VIEW

1

PVC LATERAL LINE - REFER TO PLAN FOR SIZE AND
LEGEND FOR TYPE.

12" RAINBIRD PFR/FRA POLY FLEX RISER ASSEMBLY

SCHEDULE 40 SXSX 1/2"T

SUBGRADE
RAINBIRD PRESSURE COMPENSATING EMITTER
WITH 10-32 THREADED INLET.  REFER TO LEGEND
FOR TYPE AND QTY.

POLY FLEX RISER TUBING

FINISH GRADE

RAINBIRD PC DIFFUSER CAP

6"

2"

8

911

5

6
1

2
3

7

7

FINISH GRADE

10

1 CUBIC FOOT 3/4" CRUSHED GRAVEL

10

FLUSH VALVE DETAIL NO SCALE

1

5

2 8

3 9

4

11

1/2" SCHEDULE 40 PVC STREET ELL

1/2" SCHEDULE 80 TxT  BALL VALVE - SPEARS
CB2-1001 OR EQUAL

ROUND VALVE BOX PER LEGEND - BRAND LID WITH
STATION NUMBER AND 'FV'  I.E.  'A12 FV'

1/2" SCHEDULE 40 PVC MALE ADAPTER

SUPPORT BRICK - FOUR REQUIRED

3/4" SCHEDULE 40 PVC NON PRESSURE LATERAL
LINE

RECYCLED WATER WARNING ID TAG

3/4" x 1/2" SCHEDULE 40 PVC  MALE ADAPTER

1"

6 SUBGRADE



LIMIT OF WORK

LIMIT OF WORK
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

TREE

PLANTING PLAN





L-400

N.T.S.

KEY MAP

A

B

C

A

0' 10' 20'

Scale: 1"=10'-0"

5'

All boxed trees will be selected by the Landscape Architect.

Contact Landscape Architect for name of wholesale nursery.

Any tree indicated on a plan should be considered diagrammatic.

All local jurisdiction standards and specifications should be

reviewed prior to planting.

The Contractor shall verify all plant material quality and

quantities prior to installation. The Contractor shall be

responsible for the continuous protection of all plant materials

upon arrival to the site. All trees, shrubs, vines, and

groundcovers shall be spotted under the direction of the

Landscape Architect and Builder Representative.

The placement (spotting) of all plant material is to be reviewed

in the field with the Landscape Architect prior to planting.

Any tree or shrub that is planted without prior review may be

subject to transplant if it is deemed to be in the wrong position.

The Landscape Contractor is responsible for the correct height of

plant material above grade.

Adjustments to tree locations are to be made if there is a

conflict with subsurface drain lines or storm drains.

All trees 24" box or larger are to be fine pruned after planting.

Review in field with Landscape Architect.

Thirty (30) days after installation, all landscape areas shall be

fertilized with a commercial grade fertilizer of 16-6-8 or

approved equal, applied at the rate of 6 lbs. per sq. ft. Fertilizer

application shall be continuous thereafter at monthly intervals.

During the last 30 days of maintenance, the Builder is

responsible for obtaining as builts, controller charts and

watering schedules from his Landscape Contractor. Three

copies are to be submitted to the master or sub association

and Maintenance Contractor.

GENERAL PLANTING NOTES

Espaliered

Gallon Container

Ground Cover

Height

Landscape Architect

Landscape Contractor

Minimum

Multi-trunked

On Center

Redwood

Selected by L.A.

Specimen

Spread

Standard

ESP.

GAL.

G.C.

HT.

L.A.

L.C.

MIN.

M.T.

O.C.

RWD.

S.L.A.

SPEC.

SP.

STD.

RIS

5-5

PLANTING KEY

See Legend

Quantity

Size of plant,

gallon or box size

PLANTING LEGEND

Contractor to note that the quantities on legends and plant

call-outs have been provided for quick reference only.  It is

recommended that the Contractor not rely on the accuracy of

these quantities and provide their own plant material counts at

the time of preparing bid.  Any discrepancy in plant quantities

and sizes should be brought to the immediate attention of the

Landscape Architect.

QUANTITIES

This note is for "BID PURPOSE ONLY". Contractor shall be

responsible for obtaining an agronomic soils report and soil

amendment recommendations per agronomist.

If surface soil compaction has occurred, to extent possible, all

areas to be landscaped should be cross ripped or otherwise tilled

to a depth of 9-12 inches.

For turf and groundcover planting, the following amendments

should be uniformly broadcast and thoroughly incorporated to a 6"

depth by means of rototiller or equal:

    6 cu. yds. Nitrogen stabilized organic amendment

        derived from redwood, fir or cedar sawdust.

    15 lbs. 12-12-12 commercial fertilizer.

    10 lbs. soil sulfur

Since soil sulfur is included in the pre-plant program, care should

be taken in order to insure that all amendments are thoroughly

incorporated to the depth specified. The backfill mix for use

around the rootball of container grown trees and shrubs should be

prepared as follows:

    6 parts by volume on-site soil

    4 parts by volume Nitrogen stabilized organic amendment

    1 lb. 12-12-12 per cu. yd. of mix

    2 lbs. Iron Sulfate per cu. yd. of mix

The above materials should be thoroughly blended prior to use for

backfill purposes. The Iron Sulfate should not contact cement

surfaces at any time, or severe staining will occur.

SOIL AMENDMENTS

ADDITIONAL PLANT MATERIAL NOTE

Contractor shall include in his bid the following additional plant

material to be selected and spotted by the Landscape Architect.

The Contractor shall credit the owner for any additional plant

material that has not been used in the installation that is

a part of this list.

        - 48" Box Trees

        - 36" Box Trees

        - 24" Box Trees

        - 15 Gallon Shrubs

        - 5 Gallon Shrubs

        - 1 Gallon Shrubs

40

75

150

2

4

0

MCMASTER PARK - VINE SCHEDULE

SYMBOL BOTANICAL NAME COMMON NAME SIZE WUCOLS

Calliandra haematocephala Espallier

Pink Powder Puff 15 Gal. M

Gelsemium sempervirens

Carolina Jasmine 15 Gal. M

Hardenbergia violacea Purple Vine Lilac

15 Gal. M

WUCOLS NOTE:

WUCOLS, Water Use Classification of Landscape Species, is a University of California Cooperative

Extension publication and is a guide to the water needs of the landscape plants.

MCMASTER PARK - TREE SCHEDULE

ABBR. BOTANICAL NAME COMMON NAME TRUNK SIZE WUCOLS

QTY

OE

Olea europa

Olive Multi

Existing to be

Relocated

M

CF Cercidium floridum x 'Desert Museum' Desert Museum Palo Verde Multi 36" Box L

EC

Eriobotrya japonica 'Coppertone' Coppertone Loquat

Standard

24" Box

10'H X 4'W

M

LN

Lagerstroemia indica x fauriei 'Natchez' Natchez Crape Myrtle

Multi

24" Box

7'H X 5'W

L

PE Pinus eldarica

Afghan Pine

---

36" Box

12'H X 5'W

M

NURSERY CONTACT INFO:

P.C.N. - Pacific Coast Nursery: Contact Steve Adams (951) 689-17777

WUCOLS NOTE:

WUCOLS, Water Use Classification of Landscape Species, is a University of California Cooperative

Extension publication and is a guide to the water needs of the landscape plants.













EXISTING TREES TO REMAIN

Contractor shall protect in place existing trees

indicated by a dashed circle within the limit of work.

Contractor shall procur the services of an arborist to

perform corrective and aesthetic pruning of existing

trees to remain.

GROUND COVER SCHEDULE

SYMBOL DESCRIPTION NOTES AVAIL.

2" thick covering of Forest Floor Mulch in all flat (3:1 or less) planting areas.

Slopes to receive 2" thick covering of mulch where specified on plan.

Contractor to send sample

to Landscape Architect

R & S

Hydroseed - Sahara Bermuda grass

(Application per square foot per manufacturer's recommendations)

Bid Alternate - Stolonized

Hybrid Bermuda

----

2" thick covering of Shredded Bark Mulch in all fallow areas. Slopes to

receive 2" thick covering of mulch where specified on plan.

Contractor to send sample

to Landscape Architect

R & S

Engineered Wood Fiber play surface. Depth as required by manufacturer

---- ----

Supplier list:

R & S - R & S Soils Products - 23842 La Rosa Dr.

Lake Forest, CA 92630 - Contact: Steve Carneal (949) 830-8882



LIMIT OF WORK

LIMIT OF WORK

33-5

RIP

44-5

LMV
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

SHRUB

PLANTING PLAN





L-401

N.T.S.

KEY MAP

A

B

C

A

0' 10' 20'

Scale: 1"=10'-0"

5'

MCMASTER PARK - SHRUB SCHEDULE

SYM. ABBR. BOTANICAL NAME COMMON NAME SIZE

O.C.

SPACING

WUCOLS

AA

Agave attenuata Fox Tail Agave 5 gal

As Shown L

ABR

Anigozanthoz 'Big Red' Red Kangaroo Paw 5 gal

24" O.C. L

AUC

Arbutus unedo compacta Strawberry Tree 15 gal

As Shown L

BJ

Buxus japonica 'Green Beauty'

Boxwood

15 gal

24" O.C. M

CM Clivia miniata

Bush Lily 1 gal

As Shown M

DV

Dietes vegeta 'Lemon Drops'

African Iris

5 gal

30" O.C. M

DTV

Dianella tasmanica 'Variegata' Variegated Flax Lily 5 gal

30" O.C. M

DCS Dianella caerulea 'John 316'

King Alfred 1 gal

As Shown M

JC

Juniperus chinensis 'Blue Point' Blue Point Juniper 15 gal

As Shown M

LMY

Lantana montevidensis 'Dwarf

Yellow'

Dwarf Yellow Lantana

1 gal

30" L

LJT

Ligustrum japonicum

'Texanum'

Texas Privet

5 gal

As Shown M

LJT

Ligustrum japonicum

'Texanum'

Texas Privet

15 gal

As Shown M

LMV

Liriope muscari 'Silver Dragon' Variegated Lily Turf 5 gal

18" O.C. M

MR

Muhlenbergia capillaris 'Regal

Mist'

Regal Mist Pink Muhly 1 gal

30" O.C. L

PT Phormium 'Maori Maiden' New Zealand Flax

15 gal

36" O.C. L

PF Photinia x fraseri Fraser's Photinia

15 gal

48" O.C. M

PH

Podocarpus henkelii Long Leaf Yellow Wood 15 gal

48" O.C. M

RIP

Rhaphiolepis indica 'Pinkie'

Indian Hawthorne

5 gal

36" O.C. M

RFI

Rosa floribunda 'Iceberg' Iceberg Rose 5 gal

48" O.C. M

RFC

Rosa 'Flowering Carpet' Flower Carpet Rose 2 gal

30" O.C. L

SM Senecio mandraliscae Blue Chalk Sticks

4" pot

16" O.C. L

All boxed trees will be selected by the Landscape Architect.

Contact Landscape Architect for name of wholesale nursery.

Any tree indicated on a plan should be considered diagrammatic.

All local jurisdiction standards and specifications should be

reviewed prior to planting.

The Contractor shall verify all plant material quality and

quantities prior to installation. The Contractor shall be

responsible for the continuous protection of all plant materials

upon arrival to the site. All trees, shrubs, vines, and

groundcovers shall be spotted under the direction of the

Landscape Architect and Builder Representative.

The placement (spotting) of all plant material is to be reviewed

in the field with the Landscape Architect prior to planting.

Any tree or shrub that is planted without prior review may be

subject to transplant if it is deemed to be in the wrong position.

The Landscape Contractor is responsible for the correct height of

plant material above grade.

Adjustments to tree locations are to be made if there is a

conflict with subsurface drain lines or storm drains.

All trees 24" box or larger are to be fine pruned after planting.

Review in field with Landscape Architect.

Thirty (30) days after installation, all landscape areas shall be

fertilized with a commercial grade fertilizer of 16-6-8 or

approved equal, applied at the rate of 6 lbs. per sq. ft. Fertilizer

application shall be continuous thereafter at monthly intervals.

During the last 30 days of maintenance, the Builder is

responsible for obtaining as builts, controller charts and

watering schedules from his Landscape Contractor. Three

copies are to be submitted to the master or sub association

and Maintenance Contractor.

GENERAL PLANTING NOTES

Espaliered

Gallon Container

Ground Cover

Height

Landscape Architect

Landscape Contractor

Minimum

Multi-trunked

On Center

Redwood

Selected by L.A.

Specimen

Spread

Standard

ESP.

GAL.

G.C.

HT.

L.A.

L.C.

MIN.

M.T.

O.C.

RWD.

S.L.A.

SPEC.

SP.

STD.

RIS

5-5

PLANTING KEY

See Legend

Quantity

Size of plant,

gallon or box size

PLANTING LEGEND

Contractor to note that the quantities on legends and plant

call-outs have been provided for quick reference only.  It is

recommended that the Contractor not rely on the accuracy of

these quantities and provide their own plant material counts at

the time of preparing bid.  Any discrepancy in plant quantities

and sizes should be brought to the immediate attention of the

Landscape Architect.

QUANTITIES

This note is for "BID PURPOSE ONLY". Contractor shall be

responsible for obtaining an agronomic soils report and soil

amendment recommendations per agronomist.

If surface soil compaction has occurred, to extent possible, all

areas to be landscaped should be cross ripped or otherwise tilled

to a depth of 9-12 inches.

For turf and groundcover planting, the following amendments

should be uniformly broadcast and thoroughly incorporated to a 6"

depth by means of rototiller or equal:

    6 cu. yds. Nitrogen stabilized organic amendment

        derived from redwood, fir or cedar sawdust.

    15 lbs. 12-12-12 commercial fertilizer.

    10 lbs. soil sulfur

Since soil sulfur is included in the pre-plant program, care should

be taken in order to insure that all amendments are thoroughly

incorporated to the depth specified. The backfill mix for use

around the rootball of container grown trees and shrubs should be

prepared as follows:

    6 parts by volume on-site soil

    4 parts by volume Nitrogen stabilized organic amendment

    1 lb. 12-12-12 per cu. yd. of mix

    2 lbs. Iron Sulfate per cu. yd. of mix

The above materials should be thoroughly blended prior to use for

backfill purposes. The Iron Sulfate should not contact cement

surfaces at any time, or severe staining will occur.

SOIL AMENDMENTS

ADDITIONAL PLANT MATERIAL NOTE

Contractor shall include in his bid the following additional plant

material to be selected and spotted by the Landscape Architect.

The Contractor shall credit the owner for any additional plant

material that has not been used in the installation that is

a part of this list.

        - 48" Box Trees

        - 36" Box Trees

        - 24" Box Trees

        - 15 Gallon Shrubs

        - 5 Gallon Shrubs

        - 1 Gallon Shrubs

40

75

150

2

4

0
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

TREE & VINE

PLANTING PLAN





L-402

N.T.S.

KEY MAP

A

B

C

B

0' 10' 20'

Scale: 1"=10'-0"

5'

Espaliered

Gallon Container

Ground Cover

Height

Landscape Architect

Landscape Contractor

Minimum

Multi-trunked

On Center

Redwood

Selected by L.A.

Specimen

Spread

Standard

ESP.

GAL.

G.C.

HT.

L.A.

L.C.

MIN.

M.T.

O.C.

RWD.

S.L.A.

SPEC.

SP.

STD.

RIS

5-5

PLANTING KEY

See Legend

Quantity

Size of plant,

gallon or box size

PLANTING LEGEND

Contractor to note that the quantities on legends and plant

call-outs have been provided for quick reference only.  It is

recommended that the Contractor not rely on the accuracy of

these quantities and provide their own plant material counts at

the time of preparing bid.  Any discrepancy in plant quantities

and sizes should be brought to the immediate attention of the

Landscape Architect.

QUANTITIES

ADDITIONAL PLANT MATERIAL NOTE

Contractor shall include in his bid the following additional plant

material to be selected and spotted by the Landscape Architect.

The Contractor shall credit the owner for any additional plant

material that has not been used in the installation that is

a part of this list.

        - 48" Box Trees

        - 36" Box Trees

        - 24" Box Trees

        - 15 Gallon Shrubs

        - 5 Gallon Shrubs

        - 1 Gallon Shrubs

40

75

150

2

4

0

MCMASTER PARK - VINE SCHEDULE

SYMBOL BOTANICAL NAME COMMON NAME SIZE WUCOLS

Calliandra haematocephala Espallier

Pink Powder Puff 15 Gal. M

Gelsemium sempervirens

Carolina Jasmine 15 Gal. M

Hardenbergia violacea Purple Vine Lilac

15 Gal. M

WUCOLS NOTE:

WUCOLS, Water Use Classification of Landscape Species, is a University of California Cooperative

Extension publication and is a guide to the water needs of the landscape plants.

MCMASTER PARK - TREE SCHEDULE

ABBR. BOTANICAL NAME COMMON NAME TRUNK SIZE WUCOLS

QTY

OE

Olea europa

Olive Multi

Existing to be

Relocated

M

CF Cercidium floridum x 'Desert Museum' Desert Museum Palo Verde Multi 36" Box L

EC

Eriobotrya japonica 'Coppertone' Coppertone Loquat

Standard

24" Box

10'H X 4'W

M

LN

Lagerstroemia indica x fauriei 'Natchez' Natchez Crape Myrtle

Multi

24" Box

7'H X 5'W

L

PE Pinus eldarica

Afghan Pine

---

36" Box

12'H X 5'W

M

NURSERY CONTACT INFO:

P.C.N. - Pacific Coast Nursery: Contact Steve Adams (951) 689-17777

WUCOLS NOTE:

WUCOLS, Water Use Classification of Landscape Species, is a University of California Cooperative

Extension publication and is a guide to the water needs of the landscape plants.











EXISTING TREES TO REMAIN

Contractor shall protect in place existing trees

indicated by a dashed circle within the limit of work.

Contractor shall procur the services of an arborist to

perform corrective and aesthetic pruning of existing

trees to remain.

GROUND COVER SCHEDULE

SYMBOL DESCRIPTION NOTES AVAIL.

2" thick covering of Forest Floor Mulch in all flat (3:1 or less) planting areas.

Slopes to receive 2" thick covering of mulch where specified on plan.

Contractor to send sample

to Landscape Architect

R & S

Hydroseed - Sahara Bermuda grass

(Application per square foot per manufacturer's recommendations)

Bid Alternate - Stolonized

Hybrid Bermuda

----

2" thick covering of Shredded Bark Mulch in all fallow areas. Slopes to

receive 2" thick covering of mulch where specified on plan.

Contractor to send sample

to Landscape Architect

R & S

Engineered Wood Fiber play surface. Depth as required by manufacturer

---- ----

Supplier list:

R & S - R & S Soils Products - 23842 La Rosa Dr.

Lake Forest, CA 92630 - Contact: Steve Carneal (949) 830-8882
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

SHRUB

PLANTING PLAN
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N.T.S.

KEY MAP

A

B

C

B

0' 10' 20'

Scale: 1"=10'-0"

5'

Espaliered

Gallon Container

Ground Cover

Height

Landscape Architect

Landscape Contractor

Minimum

Multi-trunked

On Center

Redwood

Selected by L.A.

Specimen

Spread

Standard

ESP.

GAL.

G.C.

HT.

L.A.

L.C.

MIN.

M.T.

O.C.

RWD.

S.L.A.

SPEC.

SP.

STD.

RIS

5-5

PLANTING KEY

See Legend

Quantity

Size of plant,

gallon or box size

PLANTING LEGEND

Contractor to note that the quantities on legends and plant

call-outs have been provided for quick reference only.  It is

recommended that the Contractor not rely on the accuracy of

these quantities and provide their own plant material counts at

the time of preparing bid.  Any discrepancy in plant quantities

and sizes should be brought to the immediate attention of the

Landscape Architect.

QUANTITIES

MCMASTER PARK - SHRUB SCHEDULE

SYM. ABBR. BOTANICAL NAME COMMON NAME SIZE

O.C.

SPACING

WUCOLS

AA

Agave attenuata Fox Tail Agave 5 gal

As Shown L

ABR

Anigozanthoz 'Big Red' Red Kangaroo Paw 5 gal

24" O.C. L

AUC

Arbutus unedo compacta Strawberry Tree 15 gal

As Shown L

BJ

Buxus japonica 'Green Beauty'

Boxwood

15 gal

24" O.C. M

CM Clivia miniata

Bush Lily 1 gal

As Shown M

DV

Dietes vegeta 'Lemon Drops'

African Iris

5 gal

30" O.C. M

DTV

Dianella tasmanica 'Variegata' Variegated Flax Lily 5 gal

30" O.C. M

DCS Dianella caerulea 'John 316'

King Alfred 1 gal

As Shown M

JC

Juniperus chinensis 'Blue Point' Blue Point Juniper 15 gal

As Shown M

LMY

Lantana montevidensis 'Dwarf

Yellow'

Dwarf Yellow Lantana

1 gal

30" L

LJT

Ligustrum japonicum

'Texanum'

Texas Privet

5 gal

As Shown M

LJT

Ligustrum japonicum

'Texanum'

Texas Privet

15 gal

As Shown M

LMV

Liriope muscari 'Silver Dragon' Variegated Lily Turf 5 gal

18" O.C. M

MR

Muhlenbergia capillaris 'Regal

Mist'

Regal Mist Pink Muhly 1 gal

30" O.C. L

PT Phormium 'Maori Maiden' New Zealand Flax

15 gal

36" O.C. L

PF Photinia x fraseri Fraser's Photinia

15 gal

48" O.C. M

PH

Podocarpus henkelii Long Leaf Yellow Wood 15 gal

48" O.C. M

RIP

Rhaphiolepis indica 'Pinkie'

Indian Hawthorne

5 gal

36" O.C. M

RFI

Rosa floribunda 'Iceberg' Iceberg Rose 5 gal

48" O.C. M

RFC

Rosa 'Flowering Carpet' Flower Carpet Rose 2 gal

30" O.C. L

SM Senecio mandraliscae Blue Chalk Sticks

4" pot

16" O.C. L

ADDITIONAL PLANT MATERIAL NOTE

Contractor shall include in his bid the following additional plant

material to be selected and spotted by the Landscape Architect.

The Contractor shall credit the owner for any additional plant

material that has not been used in the installation that is

a part of this list.

        - 48" Box Trees

        - 36" Box Trees

        - 24" Box Trees

        - 15 Gallon Shrubs

        - 5 Gallon Shrubs

        - 1 Gallon Shrubs

40

75

150

2

4

0
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L100 -CONSTRUCTION INFO

L101 - CONSTRUCTION LAYOUT

L102 - CONSTRUCTION INFO

L103 - CONSTRUCTION LAYOUT

L104 - CONSTRUCTION INFO

L105 - CONSTRUCTION LAYOUT

L201 - DETAILS

L202 - DETAILS

L203 - DETAILS

L204 - DETAILS

L205 - DETAILS

L206 - DETAILS

L207 - DETAILS

L208 - DETAILS

L300 - IRRIGATION

L301 - IRRIGATION

L302 - IRRIGATION

L303 - IRRIGATION

L304 - IRRIGATION

L305 - IRRIGATION

L400 - TREE PLANTING

L401 - SHRUB PLANTING

L402 - TREE PLANTING

L403 - SHRUB PLANTING

L404 - GROUNDCOVER

L405 - PLANTING DETAILS

L500 - LIGHTING/ELECTRICAL/GAS

L501 - LIGHTING/ELECTRICAL/GAS

L600 - SPECS  (NO SPEC SHEET!!)

N.T.S.

KEY MAP

A

B

C

0' 10' 20' 40'

Scale: 1"=20'-0"

C

Espaliered

Gallon Container

Ground Cover

Height

Landscape Architect

Landscape Contractor

Minimum

Multi-trunked

On Center

Redwood

Selected by L.A.

Specimen

Spread

Standard

ESP.

GAL.

G.C.

HT.

L.A.

L.C.

MIN.

M.T.

O.C.

RWD.

S.L.A.

SPEC.

SP.

STD.

RIS

5-5

PLANTING KEY

See Legend

Quantity

Size of plant,

gallon or box size

PLANTING LEGEND

Contractor to note that the quantities on legends and plant

call-outs have been provided for quick reference only.  It is

recommended that the Contractor not rely on the accuracy of

these quantities and provide their own plant material counts at

the time of preparing bid.  Any discrepancy in plant quantities

and sizes should be brought to the immediate attention of the

Landscape Architect.

QUANTITIES

ADDITIONAL PLANT MATERIAL NOTE

Contractor shall include in his bid the following additional plant

material to be selected and spotted by the Landscape Architect.

The Contractor shall credit the owner for any additional plant

material that has not been used in the installation that is

a part of this list.

        - 48" Box Trees

        - 36" Box Trees

        - 24" Box Trees

        - 15 Gallon Shrubs

        - 5 Gallon Shrubs

        - 1 Gallon Shrubs

X

X

X

X

X

X

GROUND COVER SCHEDULE

SYMBOL DESCRIPTION NOTES AVAIL.

2" thick covering of Forest Floor Mulch in all flat (3:1 or less) planting areas.

Slopes to receive 2" thick covering of mulch where specified on plan.

Contractor to send sample

to Landscape Architect

R & S

Hydroseed - Sahara Bermuda grass

(Application per square foot per manufacturer's recommendations)

Bid Alternate - Stolonized

Hybrid Bermuda

----

2" thick covering of Shredded Bark Mulch in all fallow areas. Slopes to

receive 2" thick covering of mulch where specified on plan.

Contractor to send sample

to Landscape Architect

R & S

Engineered Wood Fiber play surface. Depth as required by manufacturer

---- ----

Supplier list:

R & S - R & S Soils Products - 23842 La Rosa Dr.

Lake Forest, CA 92630 - Contact: Steve Carneal (949) 830-8882

EXISTING TREES TO REMAIN

Contractor shall protect in place existing trees

indicated by a dashed circle within the limit of work.

Contractor shall procur the services of an arborist to

perform corrective and aesthetic pruning of existing

trees to remain.

BID NOTE: SPORTS FIELD PREPARATION

 Grow/kill cycle

 8" Pulverization & amendment incorporation

 Fine grade

 Irrigation installation

 Mechanically stolonized

GROUNDCOVER
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